
HEALTH & SAFETY 
MANUAL



   
 

Page 2 of 91 
 

 
CF BREEZE CONSTRUCTION, LLC 

HEALTH AND SAFETY PLAN 
 
 
TABLE OF CONTENTS 
 
Section 1 – Management Commitment & Employee Involvement 
 1.  Project Goals 
 2. Drug and Alcohol Testing Policy 
 3. New Employee/Subcontractor/Visitor Orientation 
 4. Hurricane Preparedness Plan 
   
Section 2 – Worksite Analysis 
 1. Jobsite Inspection Procedure 
 2. Inspection Worksheet 
 3. Hazard Assessment Form 
 4. General Safety Inspection Form 
 
Section 3 – Hazard Prevention & Control 
 1. Employer's First Report of Injury-Illness Form, Incident Report Form 
 2. Disciplinary Program 
 3. Warning Notice 
 4. General Site Safety Rules 
 5. Written Programs Mandated by OSHA 
  a. Hazard Communications Program 
  b. Trenching & Excavating Policy 
  c. Fall Protection Program 
  d. Scaffold User Safety Program 
  e. Cranes & Suspended Personnel Platforms 
  f. Fire Protection & Prevention Work Rule & Policy 
  g. Emergency Response Plan Policy 
  h. Entry and Work in Confined Spaces 
  i. Demolition 
  j. Personal Protective Equipment & Clothing 
  k. Lock Out / Tag Out 
  l. Silica Program 
 
Section 4 – Training 
 1. Documentation of Training, Certification of Training,  
  PPE Training, Roster 
 
 
 
 
 
 
 
 
 
 
 



   
 

Page 3 of 91 
 

 
 

Section 1 
Management Commitment 

& 
Employee Involvement 

PROJECT GOALS 
 

 
CF Breeze Construction, LLC (CFBC) is committed to safety in every phase of construction.  This commitment 
begins with the Owners of CFBC and extends to the newly hired employee.  Everyone involved with CFBC, 
from our craftspeople to our management, is a key part of our team.  The single goal of our team is to safely 
produce a top-quality construction project. 
 
CFBC is proud of our proven abilities in the areas of safety, quality and productivity and will continue to make 
safety our number one priority.  We have established the 2018 project goals for the recordable incident rate of 
0% and no lost workdays. 
 
Safety in all CFBC's operations is not just a corporate goal, it is a requirement!  To this end, we have formulated 
this written policy to govern all operations of CFBC. 
 
It is a condition of employment with CFBC that all employees adhere faithfully to the requirements of this 
Policy and this Manual, as well as the safety rules, instructions and procedures issued in conjunction with it.  
Failure to do so will result in disciplinary action as outlined in this Policy. 
 
All visitors to any CFBC's operation including, but not limited to, suppliers, Owner representatives, agents of 
the architect or engineer, regulatory authorities and insurance company representatives shall be required to 
follow all safety rules and regulations in effect during their visit. 
 
CFBC will make every effort to insure that the operations of other contractors not under our control do not 
endanger the safety of our employees.  To this end all employees are required to report hazardous activities of 
other employers to appropriate CFBC' officials. 
 
The Safety Director, Job Superintendent and Foremen have the full support of CFBC' Management in enforcing 
the provisions of this Policy as it relates to responsibilities assigned to them. 
 

SAFETY RESPONSIBILITY AND ACCOUNTABILITY 
 
Management Responsibilities Include: 
o Commitment, support, communication and enforcement of the Safety Policy. 
o Establishing and maintaining a health and safety program. 
o Ensuring all CFBC's employees are aware of and comply with all safety policies. 
o Ensuring all employees are trained and/or certified as required. 
o Providing a safe and healthful workplace. 
o Requiring all subcontractors to comply with all safety requirements. 
o Providing the best safety equipment, techniques and innovations available. 
o Impressing upon all the responsibility and accountability of each individual, to the Company's commitment 

to workplace safety and health. 
 
Corporate Safety Director Responsibilities Include: 
o Overseeing the administration and implementation of the Corporate Health and Safety Program. 
o Evaluating annual training requirements. 



   
 

Page 4 of 91 
 

o Impaneling a Safety Committee to establish, evaluate and communicate safety goals. 
o Promoting management commitment and promoting and defining management commitment to employee 

safety. 
 
Site Safety Manager Responsibilities Include: 
o Overseeing the implementation of the Site Safety Program. 
o Bringing safety issues and concerns to the attention of the Corporate Safety Director. 
o Guiding supervisors and workers in the interpretation and implementation of their respective safety 

responsibilities. 
 
Project Management Responsibilities Include: 
o Coordinating CFBC's safety requirements and best safety practices with Owner, architects and design 

engineers at design states, before startup and during construction. 
o Ensuring that all CFBC safety requirements are being adhered to. 
o Reviewing all jobsite accidents, incidents and losses. 
o Be involved in all site safety activities on jobsites under their control. 
o Evaluating safety performance of supervisors. 
o Ensuring all necessary permits are applied for and in compliance. 
 
First Line Supervisors are Responsible For: 
o Planning production so that hazards are eliminated or controlled and in compliance with established safety 

requirements. 
o Making daily visual inspections of all work areas and taking action to control or eliminate hazards. 
o Promoting safety awareness among employees and instruct workers in safe work practices. 
o Conducting weekly jobsite safety meetings and whenever conditions, operations, or equipment require, 

provide additional information. 
o Establishing a safety relationship with subcontractors and their employees. 
o Safety evaluations and disciplinary actions of employees is available, properly worn by workers and that 

they understand the reason for its use. 
o Indoctrinating all employees in all CFBC safety requirements and site specific requirements. 
o Ensuring that all injuries are reported and treated and that all accidents and incidents are investigated and 

documented. 
 
Worker Responsibilities Include: 
o Knowing and complying with safety regulations. 
o Following safe work procedures. 
o Using personal protection equipment as required by CFBC and appropriate for the work being performed 

and the hazards present. 
o Correcting and/or reporting unsafe work practices and unsafe conditions. 
o Helping new employees recognize jobsite hazards and follow proper work procedures. 
o Reporting all injuries or illnesses immediately using the proper tool/equipment for the task being 

performed. 
 
It is the policy of this company to provide a safe and healthful place of employment for ALL OF ITS 
EMPLOYEES. 
 
It is therefore the purpose of this stated policy to: 
 1. Abide by all federal, sate and local regulations as they pertain to construction. 
 2. Apply good sense and safe practices to all jobs. 
 3. Exercise good judgment in the application of this policy. 
 4. Protect the public from any and all hazards which result from our operations. 
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To further these goals the following assignments of responsibility are made: 
 
PROJECT SUPERINTENDENT COOPERATING WITH SAFETY PERSONNEL 
 1. Be completely responsible for on-the-job safety and health and secure the correction of safety 

deficiencies. 
 2. Instruct foremen in safety requirements. 
 3. Review accidents supervise correction of unsafe practices and file accident reports. 
 4. Instruct new employees and existing employees performing new tasks on safe working practices. 
 5. Attempt to ensure safe performance by others present on the site, including Owner and 

architect/engineer representatives, the general public, visitors and the employees of other contractors. 
 
WORKERS 
 1. Work safety in such a manner as to ensure your own safety as well as that of co-workers and others. 
 2. Request help when unsure about how to perform any task safely. 
 3. Correct unsafe acts or conditions within the scope of the immediate work. 
 4. Report any uncorrected unsafe acts or conditions to the appropriate supervisor. 
 5. Report for work in good mental and physical condition to safely carry out assigned duties. 
 6. Avail yourself of company and industry sponsored safety programs. 
 7. Use and maintain all safety devices provided. 
 8. Maintain and properly use all tools under your control. 
 9. Follow all safety rules. 
 10. Provide fellow employees help with safety requirements. 
 
ALL PERSONNEL 
 1. Strive to make all operations safe. 
 2. Maintain mental and physical health conducive to working safely. 
 3. Keep all work areas clean and free of debris. 
 4. Assess result of your actions on the entire workplace.  Work will not be performed in ways that cause 

hazards for others. 
 5. Before leaving work, replace or repair safety precaution signs removed or altered.  Unsafe conditions 

will not be left to imperil others. 
 6. Abide by the safety rules and regulations or every construction site. 
 7. Work in strict conformance with federal, state and local regulations. 
 
SUBCONTRACTORS AND SUPPLIERS 
 1. Abide by the safety rules of contractors on site. 
 2. Notify all other contractors when their activities could affect the health or safety or other company 

employees. 
 3. Check in with jobsite supervision before entering the jobsite. 
 4. Inform controlling contractor of all injuries to workers. 
 5. Report to controlling contractor any unsafe conditions that come to your attention. 
 
ARCHITECTS, ENGINEERS, OWNERS AND VISITORS SHALL BE REQUESTED TO 
 1. Abide by all safety rules. 
 2. Inform construction site superintendent before entering a construction site. 
 3. Check in with the jobsite supervisor so personal protective equipment may be provided such as hard 

hates, eye protection and respirators if necessary. 
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CF BREEZE CONSTRUCTION, LLC 
NEW EMPLOYEE/SUBCONTRACTOR/VISITOR ORIENTATION 

 
Policy: 
 
All new employees/subcontractors/visitors shall be instructed in the company safety and health policies and 
procedures.  All new employees shall be made aware of the CFBC commitment to a safe workplace policy 
and review the new employee orientation outline. 
 
Procedure: 
 
CFBC strives to provide its employees with a safe and healthful workplace environment. To accomplish 
this goal, both management and employees must diligently undertake efforts to promote safety. 
 
The company, through its supervisory personnel, shall develop and implement safety rules and regulations. 
This process will be ongoing and will require periodic safety audits. Safety audits will be undertaken to 
determine the necessity and feasibility of providing protective clothing, devices, or safeguards to make the 
workplace safe and healthful. The company shall also undertake the responsibility to educate employees as 
to hazards of the workplace and to train employees as to such hazards and the proper and safe method to 
perform job tasks. 
 
Employees shall devote their full-time skill and attention to the performance of their job responsibilities 
utilizing the highest standard of care and good judgment. Employees will follow all safety rules and 
regulations at all times including the use of protective clothing, devices, or equipment, attendance at all 
training sessions related to employee’s job description and follow the directions of warning signs or signals 
or the commands or directions of supervisory personnel. 
 
Finally, all job-related injuries or illnesses are to be reported to your supervisor immediately, regardless of 
severity. In the case of serious injury, an employee’s reporting obligation will be deferred until 
circumstances reasonably permit a report to be made. Failure to report an injury or illness may preclude or 
delay the payment of any benefits to the employee and could subject CFBC to fines and penalties. 
 
Safety rules and regulations will be issued or modified from time to time and shall be effective immediately. 
Rules and regulations will be distributed to employees and posted on the employee bulletin board.  
 
New Employee Orientation Outline: 
Ø Company Safety and Health Policy 
Ø General Site Safety and Health Rules 
Ø Discipline Policy 
Ø Controlled Substance and Alcohol Policy 
Ø Safety and Health Training Policy 
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CF BREZZE CONSTRUCTION, LLC 
HURRICANE PREPAREDNESS PLAN 

 
 

I. PURPOSE 
 
The purpose of this program is to provide direction to CFBC employees during hurricane threats in 
order to minimize damage and property loss and to provide maximum safety for personnel and 
equipment on construction sites.  It shall be coordinated with the owner’s plans/procedures. 

 
II. SCOPE 

 
This program applies to all CFBC employees and applicable subcontractors. 
 

III. RESPONSIBILITY 
 
The VPO will be responsible as to when to implement each phase of preparedness procedures on the 
job site.  The Project Superintendent will direct all other qualified delegates as to commencement of 
preparedness activities, suspension of preparedness activities, and initiation of clean-up activities and 
return to work. 
 
Each Project Superintendent will be responsible for coordinating preparedness activities at the job site.  
The Superintendent is responsible for securing equipment, materials, portable facilities and purchasing 
any supplies necessary for preparedness activities. 
 
The Safety Director will advise and assist in preparedness activities. 
 

IV. GENERAL PREPAREDNESS PROCEDURES 
 
A. Update and prepare an emergency phone list showing home phone numbers of our foremen 

and subcontractors’ supervisors.  Ask our foremen and subcontractors’ supervisors to get phone 
numbers of all of their employees they might need in an emergency. 

 
B. Broom clean entire project, inside and out and remove trash from job site. 
 
C. Secure all loose materials, duct, sheetrock, decking, insulation, roofing paper, metal tool boxes, 

plywood, etc.  Band with metal straps and/or secure to columns or floors.  Chain all tool boxes 
on casters to a column. 

 
D. Obtain extra plywood to cover windows and other openings. 
 
E. Evaluate equipment you might need after the storm and make a list (pumps, #9 tie wire, rope, 

tarps, hose, power cords, Visqueen and generators).  These items will not be available after the 
storm. 

 
F. Make sure all trucks and equipment are full of fuel. 
 
G. Fill all water kegs the day before the storm.  Potable water may not be available for several 

days after the storm. 
 
H. Lower all motor/crawler crane booms to the ground.  Let tower cranes weather-vane. Check 

tower crane supporting system.  Check security of counterweight wedges and clamps. (Confirm 
steps to protect tower crane with the manufacturer; if necessary dismantle tower crane.) 
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I. Make sure all office trailers and barricades are secured to the ground. 
 
J. With job camera, take several photos of each side of the structure and building site.  This will 

aid in documenting damages after the storm and show precautions we have taken to prevent 
damage. 

 
K. Lay all ladders on the deck.  Remove all boards from scaffold if not secured and tie all rolling 

scaffolds to a column. 
 
L. Fully charge all job radios and cellular/Nextel phones.  Project Superintendents may want their 

foremen to take their radios home in case phones are out after the storm. 
 
M. Take pictures of construction jobs of other contractors across the street from your job.  These 

photographs might show materials that might be blown from the other job, damaging windows 
or other property.  Without the photographs, we might be blamed for this damage. 

 
N. Bring any heavy equipment out of an excavation, bayou, or any other low area and store on 

high ground in case of flooding.  We also should bring compressors or welding machines out 
of low areas. 

 
O. When first warnings are received, stop shipments of materials and equipment to the jobsite so 

that you will not have something else to secure for the storm. 
 
P. Store expensive materials and equipment inside the building and in a protected area, if at all 

possible and not outside the building where something might fall on it. 
 
Q. Require the subcontractors to secure loose materials with #9 wire, band iron, 5/16” rope or 

better, since they have a tendency to use small gauge wire and lighter rope. 
 
R. If the full force of a hurricane is expected, lower the counterweight on personnel hoist, as well 

as the cage to the ground prior to the storm.  This should probably be the last thing done before 
leaving the jobsite.  The counterweight hoist lines must be securely clamped to the tower. 

 
S. Immediately after a storm, have the Superintendent or another responsible supervisor send a 

“damage report” to the office so that we can report the loss. 
 
T. Check with the electrical Supervisor and decide at what stage of the storm the temporary and/or 

permanent power should be shut down. 
 
U. If high water will flood critical areas, you may want to order sandbags for all entrances. 
 
V. Ensure that all Subcontractor Representatives are made aware of this entire plan prior to 

hurricane season. 
 
EXECUTION 
 
The execution of this plan shall be by phases according to weather conditions.  Each phase has a list of 
activities which must be carried out.  Additional activities may be required on certain projects based 
on the Contracting Officer’s specifications.  These shall be addressed on a site-specific basis.   
 
A. Phase One 
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 Condition: “Tropical Storm” development in the Gulf of Mexico; “Tropical Storm” or 
“Hurricane” entering the Gulf of Mexico. 

 
 Activities:   
 
 1.       The storm will be monitored, and contact established with the local weather officials 

to track and identify potential target area. 
 
 2.   The Project Superintendent will make a list of all materials and additional storage 

containers necessary to ensure that preparations can be completed and identify areas 
of uncompleted construction that will need to be covered and/or reinforced, and 
consider protective measures required to secure or remove equipment or temporary 
facilities that may be on the job.   

 
 3. All Subcontractors working on the project shall be made aware of the Hurricane 

Preparedness Plan and informed that Phase One is initiated and that they are expected 
to comply with preparedness procedures as directed by the Project Superintendent. 

 
B. Phase Two 
 
 Condition: “Tropical Storm” or “Hurricane” approaching the New Orleans Metropolitan 

Region, landfall probably as determined by the National Weather Service; 50 mph sustained 
winds within 72 hours. 

 
 Activities: 
 
 1. Review the supply list from Phase One and purchase necessary supplies. 
 
 2. If not completed already, begin tie down of all portable structures.  If a construction 

trailer or con-ex is on the job, it is to be tied down with metal straps and screw anchors 
at this time. 

 
 3. Review storage requirements from Phase One and obtain additional storage containers 

as needed. 
 
 4. Inform all subcontractors that Phase Two has been initiated.  Instruct subcontractors 

to obtain all emergency numbers from their employees and supply a copy to the jobsite 
Superintendents. 

 
 5. Centralize essential equipment at Main Office (i.e., life support equipment), if 

possible. 
 
C. Phase Three 
 
 Condition: “Tropical Storm” or “Hurricane” watch issued by the National Weather Service; 50 

mph sustained winds expected within 60 hours. 
 
 Activities: 
 
 1. If not completed already, complete tie down of all portable buildings, trailers or 

structures. 
 
 2. Move trash barrels and small containers inside of a building. 
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 3. Remove rented trash dumpsters from the site. 
 
 4. All materials, loose items, and equipment must be either removed from the job site or 

stored and secured to ensure that objects are not moved by high winds or flooding. 
 
 5. Secure and protect all areas of uncompleted construction with particular attention to 

sealing construction areas adjoining existing occupied areas of a building. 
 
 6. Move all cranes to open area and boom down. 
 
 7. Inform all subcontractors that Phase Three is initiated. 
 
 8. Once all other activities are complete, any non-essential personnel should be sent home 

and instructed not to return until storm has passed or all clear has been announced. 
 
 9. Take As-Built, Fire Marshall Drawings, specs, and all permits off of jobsite.  Bring 

drawings, permits, and specs to a safe, secure location or bring to the Main Office. 
 
D. Phase Four 
 
 Condition: “Hurricane Watch” or “Hurricane Warning” issued by the National Weather 

Service; 75 mph sustained winds within 36 hours.  Strike imminent. 
 
 Activities: 
 
 1. Complete boarding windows and doors to all buildings as necessary. 
 
 2. Complete securing of all loose materials. 
 
 3. Complete crane tie-down, lay down, etc. 
 
 4. Perform a detailed inspection of the job site, making sure that all items are properly 

protected and that each subcontractor has completed emergency preparations.  The 
Project Superintendent shall do this. 

 
 5. Review essential personnel list and verify means of contact. 
 
 6. All remaining employees and subcontractors will be instructed to evacuate the job site 

after protective precautions are in place.  
 
 7. If evacuating, all Superintendents are required to contact the Director of Safety to 

communicate if they plan to evacuate with the company truck. 
 
E. Phase Five 
 
 Condition:  Return to work. 
 
 Activities: 
 
 1. If evacuated out of town, call the phone numbers listed below or view the company 

website (citadelrecovery.com) for information on returning back to work.   
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 . The emergency contact phone numbers are: 
 
  Pat Santos (225) 938-7218 
  Joshua Fouquet (985) 773-4759 
  Mark Riley (225) 573-0027 
  Bobby Fouquet (985) 773-4808  
 
 2. After the storm has passed, the Project Superintendent will thoroughly inspect the job 

site and report any structural, material, or equipment damage to the Project Manager. 
 
 3. All damage reports must be sent to the office as soon as possible. 
 
 4. Recall essential personnel, make repairs as necessary and track additional costs of time 

and materials. 
 
 5. Recall regular personnel as necessary and return the job site to normal activities. 
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Section 2 

Worksite Analysis 
 

JOBSITE INSPECTION PROCEDURE 
 

Policy: 
 
CFBC shall conduct frequent and regular inspections of the worksite.  A competent person who is capable of 
recognizing hazards shall perform inspections and also have the authority to either eliminate them or assign a 
corrective action to control them as well as the ability to stop work at any time. 
 
Procedures: 
 

1.  Safety inspections will be conducted on a frequent and regular basis. 
 
2. All inspections will be documented and brought to the attention of management. 
 
3. All hazards found will be addressed and assigned a corrective action. 
 
4. All corrective actions will be implemented by a certain date. 
 
5. A follow up inspection will be done to verify control of the hazard. 
 
6. All inspection reports shall be recorded and kept on file for a period of time to be determined by 

management. 
 

Hazard Inspection Forms: 
 
Citadel Recovery uses Hazard Assessment forms as a way for our employees to recognize and understand the 
hazards.  It is also a way for our supervisors to make sure that all employees have the proper PPE with them 
and are using the PPE as required. 
 

1. Hazard Assessment Forms are to be filled out every day on every job.  
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CF BREEZE CONSTRUCTION, LLC  
INSPECTION WORKSHEET 

 

Inspection Location: ___________________________ Date of Inspection: ________________ 

Department/Areas Covered: ____________________ Time of Inspection: ________________ 

Supervisor_______________________________________Foreman_______________________________
_______ 

Item and 
Location 

Hazard(s) 
Observed 

Priority 

A/B/C 

Recommended 
Action 

Responsible 
Person Action Taken Date 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

            

Inspected by: 
___________________________________________Date_________________________________________ 
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HAZARD ASSESSMENT FORM 

 
 
 
 
Jobsite __________________________________ 
Location___________________________________________ 
 
Job Description___________________________  
 
Craft____________________________________________________ 
 
Date _____________ Supervisor ____________________________________________ 
 
 
Based on the hazard assessment for this job description, the following personal protective equipment 
(PPE) is required: 
 
  JOB       PPE 
 
 
_______________________________                        _________________________________ 
 
 
_______________________________                         _________________________________ 
 
 
________________________________                         _________________________________ 
 
 
_________________________________                       _________________________________ 
 
 
_________________________________                         _________________________________ 
 
 
_________________________________                          _________________________________ 
 
 
_________________________________                          _________________________________ 
 
 
_________________________________                           _________________________________ 
 
 
__________________________________                         _________________________________ 
 
 
DATE: _______________________________________ INSPECTOR: ________________________ 
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Date: ____________ Project: ________________ Name/Position 
_________________________________________ 
        (Needs Improvement) (Indicate by N/A if not applicable) Yes N/I       N/A 
 Correction/Date 
 
A. Walking/Working Surfaces- 
 1.  Is fall protection provided on   ___ ___      ___ ______________ 
  all work surfaces above 6"? 
 
 2. Are walkways free of obstructions?  ___ ___      ___ ______________ 
  
 3. Are floor and roof openings barricaded or  ___ ___      ___ ______________ 
  covered & secured? 
 
B. Scaffolds-1. Are scaffolds properly erected and level?  ___ ___      ___
 ______________ 
 
 2. Is safe access provided on scaffolds?  ___ ___      ___
 ______________ 
  
 3. Are scaffolds fully planked?   ___ ___      ___ ______________ 
 
 4. Do supported scaffolds above 10' have  ___ ___      ___ ______________ 
  guardrails? 
 
 5. Other, including aerial lift operations… ___ ___      ___ ______________ 
 
C. Ladders/Stairways - 1. Are ladders defective-free?  ___ ___      ___
 ______________ 
 
 2. Are ladders secured from movement  ___ ___      ___ ______________ 
  while occupied? 
 
 3. Are stairway pans filled? Handrails,  ___ ___      ___ ______________ 
  Stair rails installed? 
 
D. Electrical - 1. Are extension cords in good condition  ___ ___      ___
 ______________ 
              (3 prong, no cuts)? 
 
 2. Are GFCI's on all construction power?  ___ ___      ___
 ______________ 
 
 3. Adequate temporary lighting?  ___ ___      ___ ______________ 
 
 4. Are tool/equipment electrical cords  ___ ___      ___ ______________ 
  defective-free? 
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E. PPE  1.  Are hard hats, safety glasses, proper clothing  ___ ___      ___
 ______________ 
  being worn? 
 2. Is fall protection used where needed?  ___ ___      ___
 ______________ 
  
F. Trenches/Excavation 1. Is workplace clean & orderly?  ___ ___      ___
 ______________ 
 
H. Fire Protection   
 1. Fire extinguishers near stairwells on all floors? ___ ___      ___
 ______________ 
 2. Flash arrestors used on ox/acet?  ___ ___      ___ ______________ 
 3. Fire extinguisher near welding/cutting/spark- ___ ___      ___
 ______________ 
  producing process? 
I. Other ______________________________________________ ___ ___      ___
 ______________ 
J. Other ______________________________________________ ___ ___      ___
 ______________ 
K. Other _____________________________________________ ___ ___      ___
 ______________ 
 
Comments/additions to above 
_____________________________________________________________________ 
 
________________________________________________________________________________
______________ 
 
________________________________________________________________________________
______________ 
 
Note: All items found deficient should be immediately corrected or brought to attention of those 
who can correct, and correction date noted once completed. 
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SAFETY REPORT (ITEMS NEEDING IMPROVEMENT) 

 
 
 

When a safety report is issued to the Project Manager, which shows items needing improvement, 
and or immediate attention. The Project Manager needs to immediately transmit the safety report 
with the items needing improvement to the subcontractors that have created the problems. The 
transmittal needs to read (All items which were found to be deficient, needing improvement or 
needing correction must be corrected immediately). When possible you need to state a date when 
you want the work corrected. No longer than 48 hours. A copy needs to be sent to the Jobsite, Project 
Manager, Senior Project Manager, Safety Director, and Vice President of Operations. 
 
Also request in your transmittal that the subcontractor needs to advise in writing the date the items 
needing attention, improvement and or correction have been completed. A copy of the 
subcontractor's letter addressing the correction items needs to be in the field file and the original 
needs to be in the office file.  
 
This is needed in order to show OSHA that we have been pro-active in trying to get safety items 
corrected. 
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TRIPS/SLIPS/ FALL HAZARDS: 
 
 
 
 
FIRST AID KITS: 
 
 
 
LOADING AREAS: 
 
 
 
FIRE EXITS AND DOORS: 
 
 
 
MEANS OF EGRESS: 
 
 
HOUSEKEEPING: 
 
 
 
FIRE EXTINGUISHERS: 
 
 
 
FIRE ALARM DEVICES: 
 
 
 
SCAFFOLDING: 
 
 
 
ELECTRICAL PANELS: 
 
 
 
MACHINE GUARDING: 
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Section 3 

Hazard Prevention & Control 
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                                         EMPLOYER’S FIRST REPORT OF INJURY-ILLNESS 
Employee’s name (first, middle, last) Social Security 

# 
□  Male 
□  Female 

Employee’s home phone 
# 
(         ) 

CFBC  
Job No.  

_________ 
Employee’s street address City State Zip code 

 
Birth date 

/         / 
Marital status Date of hire 

/         / 
Occupation Employment status  

□  
Married 
□  Single 

□  Separated 
□  Unknown 

□ Full time 
□ Other 

□ Part time 
□ 
Unknown 

Employer’s name 
CFBC 

Employer’s Federal ID # 
 

Employer’s phone # 
 

 

Employer’s mailing address 
 

City 
 

State 
 

Zip code 
 

 

 
 

Average number of hours worked per 
day and per week: Day____ Week: 
____ 

Average weekly wage at time of injury 
$___________________ 

Hourly 
Wages:   
$_________ 

Is the employer self-
insured?  □  Yes      □  
No 

 Were full wages paid for 
the DOI?  
□  Yes      □  No 

 Employee Certificate of 
Compliance on file:    □  Yes      □  
No 

  

Injury/Ill

ness date 

/     / 

Time employee 
began work 

____ ___  □ a.m. 
____ ___  □ p.m. 

Injury time 
____ ___□ 

a.m. 
____ ___ □ 

p.m. 
   □  unknown 

Last day worked 
 

/         / 

Date supervisor 
for employer 
notified 

/         / 

Date disability 
began 

/         / 

Date returned to 
work 

/         / 

Did injury 
cause death? 
□  Yes    □  No 
 

If so, date of 
death 

/     / 

Name, relationship, and address of closest dependent if injury 
caused death 
 
 

Injury occurred because of 
□ Intoxication  
□ Safety violation 
□ Not applicable 

Tell us the part of body that was affected Tell us the nature of the injury/illness 

What was the employee doing just before the accident occurred? 
 
 
 
Tell us how the injury occurred 
 
 
 

What object or substance directly harmed the employee?  

Did injury 
occur on 
premises? 

Injury site address/ 9-digit zip 
code 

Initial treatment (check one) Was the employee hospitalized 
overnight as an in-patient?   

□  Yes     □  No  □  None 
□  Minor on-site 
□  Clinic/hospital 

□  Emergency 
room 
□  Hospital >24 
hrs 

□  Yes     □  No 

 

CFBC 
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Names of witnesses 
 
 

Name of employer representative notified 

Name and address of treating doctor or health care 
professional 
 
 
 

Name and address of facility where treated 
 

Completed by (name) Title Phone # 
(           ) 

Date completed 
/         / 

The following is to be completed by the insurer prior to filing with the Division of Workers’ Compensation. 
Name of insurance company 
 

Address 
 

Name of third party administrator (if applicable) 
 

Address 
 

Adjuster name Adjuster phone # 
Policy # Carrier claim # Date insurer received first report 

/         / 
Block 

# 
Adj. Code 
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CF BREEZE CONSTRUCTION, LLC  
Incident report 

 
Project: 
Employer: 
Employee Name: 
Employee’s Mailing Address: 
Date of Birth Marital Status: Dependents: 
Home Phone: Social Security No. 
Date of Incident Time of Incident:             a.m. 

                                           p.m. 
Date Reported: 

Nature of Damage: 
 
 
Exact location of where incident occurred: 
 
Foreman: 
Describe fully how incident occurred: 
 
 
What did employee do or fail to do that contributed to the incident? 
 
 
What other conditions (structures, equipment, machine, tools, materials, facilities, etc.) 
contributed to the incident? 
 
How did the other condition affect the incident? 
 
Names and Addresses of Witnesses: 
 
 
 

CORRECTIVE ACTION PLANS 
Superintendent 
What actions have YOU taken and/or do you plan to prevent occurrences of this or any 
similar incident? 
 
 
What further recommendations do you make? 
 
 

 
 
 

____________________________ 
Superintendent’s Signature 
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CF BREEZE CONSTRUCTION, LLC 
DISCIPLINARY PROGRAM 

 
 
CFBC recognizes that some employees will, on occasion, fail to operate in accordance with company policies 
and procedures.  On those occasions it will be necessary to reprimand those employees to ensure that they 
comply in the future.  For severe or repeat offenders’ termination may be necessary.  In order to treat these 
employees in a fair and consistent manner, yet not allow unsafe or unauthorized behavior, CFBC has developed 
a Disciplinary Policy and Procedure for use by all team leaders. 
 
CFBC’s Disciplinary Policy and Procedure include counseling or verbal warnings, written warnings, 
reassignment, suspension without pay and termination.  Depending on the severity of the violation, disciplinary 
actions, up to and including termination without warning may be given. 
 
Some examples of unauthorized conduct include: 
  
 Failure to follow instructions 
 Substandard quality of work 
 Failure to report defective equipment or a safety hazard 
 Use of any controlled substance or alcohol 

Working while under the influence of any controlled substance and alcohol 
 Insubordination 
 Violation of safety rules 
 Failure to report any injury or accident immediately 
 Misuse or unauthorized use of company property 
 
To ensure fairness with all corporate policies, the Human Resources Department will review and be available 
to discuss all written warnings and terminations.  Each written warning will be accompanied by review of the 
policy, including operating and performance instructions within the safety area, reinforcing CFBC’s 
commitment towards employee, product and customer/guest safety and health. 
 
Policy: 
 
CFBC shall enforce an effective discipline policy governing the safety procedures of the company. 
 
 
Procedure:   
 
All levels of management and all employees shall be informed of the discipline policy of the company.  Persons 
responsible for the enforcement of the discipline policy shall be trained in its function and execution.  The 
discipline policy is the one of the major keys to the success of the safety program. 
 
Safety violation notice(s) shall be issued to any employee, subcontractor or anyone on the jobsite violating the 
safety rules or regulations.  Issuance of safety violation notice shall be by the supervisor in charge and a copy 
sent to the main office. 
 
The discipline policy process shall be as follows: 
 
 A. Verbal reprimands 
 B. Written warning and consultation 
 C. Written warning, consultation and suspension from work activities 
 D. Termination 
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1. Any violation of safety rules can result in suspension or immediate termination. 
 
2. Any employee receiving three (3) written general violations within a six (6) month period shall be 

terminated. 
 
3. Issuance of a safety violation notice for failure to follow the Fall Protection rules, or for failure to report 

a Job Injury (at the time of the injury) will result in immediate termination. 
 
 NOTE: It is understood that CFBC is not restricting itself to the above Rules and Regulations.  Additional 

rules and regulations as dictated by the job will be issued and posted as needed. 
 
 
"NO JOB IS SO IMPORTANT AND NO SERVICE SO URGENT THAT WE CANNOT TAKE TIME TO 
PERFORM OUR WORK SAFELY" 
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CF BREEZE CONSTRUCTION, LLC  
VIOLATION OF CFBC L.L.C. POLICY 

Date:  ___________________________________________________ 
 
To:  ___________________________________________________ (Sub Employee) 
 
Subcontractor_____________________________________________________(Subcontractor) 
 
From:  ___________________________________________________ (Superintendent) 
 
Subject:  Violation of CFBC Policy 
 
______________________________________________________________________________ 
 (List Violation – BE SPECIFIC) 
 
You have been previously verbally warned about your continuing violation of CFBC policy.  You have not 
complied. 
This is your written notice that you are in violation of the CFBC policy as follows: 

(List Violation, Date of Occurrence, etc. – BE SPECIFIC) 
C O N T I N U I N G  V I O L A T I O N  O F  T H E  A B O V E  P O L I C Y  I S   

grounds for removal from CFBC jobsites. 
 

I, _____________________________________________________________, acknowledge that I have 
received and understand the above written notice concerning termination of employment with CFBC. if the 
above noted policy is not fully complied with. 
 
__________________________________________________ ________________________ 
Employee Signature       Date 
 
__________________________________________________ ________________________ 
Employee Printed Name      Social Security Number 
 
CFBC JOB #: _______________________________________ 
 
Copy to:   Employer, Employee   
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CF BREEZE CONSTRUCTION, LLC  
VIOLATION OF CFBC POLICY 

Date:  ____________ 
 
To:  ___________________________________________________ (CFBC Employee) 
 
From:  ___________________________________________________ (Superintendent) 
 
Subject: Violation of CFBC Policy 
 
______________________________________________________________________________ 
 (List Violation – BE SPECIFIC) 
 
 
You have been previously verbally warned about your continuing violation of CFBC policy.  You have not 
complied. 
This is your written notice that you are in violation of the CFBC policy as follows: 

(List Violation, Date of Occurrence, etc. – BE SPECIFIC) 
 

C O N T I N U I N G  V I O L A T I O N  O F  T H E  A B O V E  P O L I C Y  I S   
grounds for removal from CFBC jobsites. 

 
I, _____________________________________________________________, acknowledge that I have 
received and understand the above written notice concerning termination of employment with CFBC. if the 
above noted policy is not fully complied with. 
 
__________________________________________________ ________________________ 
Employee Signature       Date 
 
__________________________________________________ ________________________ 
Employee Printed Name      Social Security Number 
 
CFBC JOB #: _______________________________________ 
 
Copy to:   Employee 
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CF BREEZE CONSTRUCTION, LLC 
GENERAL SITE SAFETY RULES 

 
Policy: 
 
CFBC shall establish and enforce general safety rules. These rules shall be based on the initial hazard analysis 
and personal protective equipment assessment performed at the jobsite. 
 
Procedure: 
 
The following general safety rules will be reviewed periodically by management and reviewed with current 
employees periodically and with new employees upon initial assignment. 
 
General Safety Rules 
 
1. Compliance with applicable Federal, State, County, City, Client and CFBC Safety Rules and Regulations 

is a condition of employment. 
 
2. All injuries, regardless of how minor, must be reported to your supervisor and/or the Safety Office 

immediately.  An employee that fails to fill out a "Notice of Injury Form" and send it to the Safety Office 
can be issued a Safety Violation notice and may be subject to termination.  In the event of an accident 
involving personal injury or damage to property, the persons involved in any way will be required to 
submit themselves to drug testing. 

 
3. Hard Hat, Safety Glasses, High visibility vest, long pants, shirts with sleeves, and safety toed boots that 

cover the ankle are the minimum PPE on the roof hardening project.   
   
4. Safety glasses will be worn as the minimum required eye protection.  Remember, additional eye and face 

protection such as mono-goggles and face shields are required for such operations as grinding, utilizing 
compressed air or handling chemicals, acids and caustics. 

   
5. Fall Protection and Scaffold User Requirements: 
 

A. A personal fall arrest system shall be worn and secured any time there is a fall hazard of more than 
6 feet above the lower level. 

 
B. An approved guardrail system or personal fall arrest system shall be used on all scaffolds where 

the walking working surface is 10 feet or more above the lower level. 
 
6. Safety toed boots that cover the ankle are the minimum PPE on the roof hardening project.   
 
7. All personnel will be required to attend a daily Safety Meeting as required by management prior to work 

beginning. 
 
8. Housekeeping shall be an integral part of every job.  Supervisors\foreman\lead persons and employees 

are responsible for keeping their work areas clean and hazard-free.  Clean up is required when you finish 
a job at the end of the day. 

 
9. Drinking water containers are for drinking water and ice only.  Tampering with or placing items such as 

drinks, etc., in the water cooler will result immediate termination.  The "common drinking cup" is not 
allowed.  Only disposable cups will be used. 
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10. All tools whether company or personal, must be in good working condition.  Defective tools will not be 
used.  Examples:  chisels with mushroomed heads, hammers with loose or split handles, guards missing 
on saws or grinders, etc. 

 
11. All extension cords drop cords and electrical tools shall be checked (to include presence of GFCIs) 

Electrical cords and equipment must be properly grounded with GFCIs in place and checked by a 
competent person.  Cords and equipment, which do not meet safety requirements, shall be immediately 
tagged and removed from service until repairs have been made. 

 
12. Jobsite speed limit is 10 MPH.  No one is permitted to ride in the bed of a truck, all occupants must be 

seat belted.  
 
13. Report all UNSAFE CONDITIONS and NEAR-ACCIDENTS to the supervisor in charge. 
 
14. Warning signs, barricades, and tags will be used to fullest extent and shall be obeyed. 
 
15. Respiratory Protection is available for employees exposed to dust hazards or to other contaminates that 

may be encountered.   
 
16. No radios allowed. 
 
17. Horse play, fighting, or misconduct are grounds for termination. 
 
18. Anyone issued three safety violations on any CFBC jobsite will not be allowed to return. 
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Written Programs Mandated by OSHA 

 
a. Hazard Communications Program 
 
b. Trenching & Excavating Policy 
 
c. Fall Protection Program 
 
d. Scaffold User Safety Program 
 
e. Cranes & Suspended Personnel Platforms 
 
f. Fire Protection & Prevention Work Rule & Policy 
 
g. Emergency Response Plan Policy 
 
h. Entry and Work in Confined Spaces 
 
i. Demolition 
 
j. Personal Protective Equipment & Clothing 
 
k. Lock Out / Tag Out 
 
l. Silica Program 
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CF BREEZE CONSTRUCTION, LLC 
HAZARD COMMUNICATION PROGRAM 

 
Policy:   
CFBC shall administer a hazard communication procedure/program that meets or exceeds the regulations set 
forth by OSHA. 
 
Procedure:  
The following program will establish the objectives and safe work practices for exposure and handling of 
hazardous chemicals during company operations. 
 
I. BACKGROUND 

This written hazard communication program not only meets OSHA requirements, but also ensures that CFBC 
employees are effectively informed concerning potential and existing chemical hazards.  Hazard 
Communication is one important aspect of CFBC Safety and Health Program, which includes: 
 

* Management commitment and active support. 

* Engineering controls for safety and health hazards. 

* Enforcement of safety rules and programs. 

* Recognition, Evaluation, and control of occupational safety and health hazards. 

* Medical Surveillance. 

* Assigned safety and health responsibility and accountability. 

II. PURPOSE 

The purpose of this Hazard Communication Program is to inform our employees of all potential or existing 
chemical hazards. 
 
III. APPROACH 

The method used to inform employees include: 

* Container labeling and other forms of warning. 

* Safety Data Sheets (SDS's). 

* Employee education and training. 
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IV. APPLICATION 

This hazard communication program applies to: 

* Known occupational safety and health hazards. 

* Chemicals known to be present in the workplace in such a manner that an employee may be 
exposed under normal conditions of use or in a foreseeable emergency. 

 

V. DETERMINING CHEMICAL HAZARDS 

_JOSHUA FOUQUET_ is responsible for identifying chemical hazards from material safety data sheets 
(SDS's) provided by chemical manufacturers and distributors. 
 
VI.  SAFETY DATA SHEETS (MSDS's) 

SDS's are prepared and distributed by manufacturers and distributors of hazardous materials.  All chemical 
manufacturer and distributors must obtain or develop an SDS for each hazardous material they produce or 
import.  A hazardous material is one that is either a physical hazard (i.e., flammable, oxidizer, etc.) or a health 
hazard (i.e., causes acute or chronic health effects). 
 
JOSHUA FOUQUET maintains the SDS file for all hazardous materials used or handled in company 
workplace.  He reviews each data sheet to make sure it is complete and that there are not obvious errors, and 
replaces old data sheets with the new ones that accompany shipments of materials. 
 
SDS's are in English and contain the following information: 

* The identity of the chemical. 

* The physical and chemical characteristics. 

* The physical and health hazards. 

* Primary routes of entry. 

* Exposure limits. 

* Precautions for safe handling. 

* Controls to limit exposure. 

* Emergency and first aid procedures. 

* Name of manufacturer or distributor. 
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Hazard Communication Definitions 
 
MSDS INTERPRETATION GUIDE 
 
Glossary of Terms 
 
ACGIH – Abbreviation for the American Conference of Governmental Industrial Hygienist, a private 
organization of occupational safety and health professionals.  The ACGIH recommends occupational 
exposure limits for numerous toxic substances and it updates and revised its recommendations, as more 
information becomes available.  ACGIH limits are not legally enforceable.  See OCCUPATIONAL 
EXPOSURE LIMITS. 
ACUTE-Means a short-term period measured in seconds, minutes, hours, or days. 
ACUTE EFFECT – An adverse health effect with a rapid onset.  A simple example of an acute effect is an 
acid burn, which causes almost immediate skin reaction. 
ACUTE TOXICITY- The adverse health effects resulting from a single or short-term exposure to a 
substance. 
ASPHYXIANT- a Vapor or gas that can cause unconsciousness or death by suffocation (lack of oxygen) by 
reducing the amount of oxygen available for breathing. 
CARCINOGENIC- A chemical which has been demonstrated to cause cancer in humans, or to cause cancer 
in animals and therefore, is considered capable of causing cancer in humans. 
CEILING LIMIT – The maximum amount of toxic substance allowed to be in the air at any time during the 
day. 
CHRONIC-A long term period of action in weeks, months, or years. 
CHRONIC EFFECTS OF OVEREXPOSURE- Refers to the adverse effects that develop slowly over a 
long period of time or upon repeated prolonged exposure to a hazardous material without implying a degree 
of severity. 
COMBUSTIBLE – Able to catch fires and burns 
COMBUSTIBLE LIQUID – A liquid having a flash point at or above 100F (37.8C) but below 200F (93.3) 
COMBUSTIBLE GAS – a gas that is under pressure, either stills in the gaseous state or liquefied. 
CONCENTRATION – the amount of one substance in another substance. 
CORROSIVE MATERIAL – a Chemical liquid or solid that causes a visible destruction or irreversible 
alteration in human skin tissue at the site of contact or in the case of leakage from its package, a liquid that 
has a severe corrosion rate on steel. 
DECOMPOSITION – Breakdown of a chemical 
DENSITY – How much space a given weight of substance takes up.  It is usually compared to water, which 
has a density of 1.0 
EXPLOSIVE – a Chemical that causes a sudden, almost instantaneous release of pressure, gas and heat when 
subjected to sudden shock, pressure or high temperature. 
EXPLOSIVE LIMITS – the amounts of vapor in air which form explosive mixtures. Explosive limits are 
expressed as LOWER EXPLOSIVE LIMITS and UPPER EXPLOSIVE LIMITS; these give the range of 
vapor concentrations in air, which will explode if heat is added.  Explosive limits are expressed as percent of 
vapor in air.  
EXPOSURE – That which an employee is subjected to a hazardous chemical in the course of employment 
through any route of entry (inhalation, ingestion, skin contact or absorption, etc.) and includes potential (e.g. 
accidental or possible exposure) 
FLAMMABLE – catches on fire easily and burns rapidly 
FLAMMABLE LIMITS – see EXPLOSIVE LIMITS 
FLAMMABLE MATERIAL – a chemical substance that falls within any of the following categories: 
 Flammable Aerosol- a chemical substance or mixture dispensed from its container as a mist, spray or foam 
by a propellant under pressure, which when tested by the method described in the 16CFR1500.45 yields a 
flame projection exceeding 18 inches at full valve opening in a flash back (a flame extending back to the 
valve) at any valve opening. 
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Flammable Gas – compressed gases that will ignite in air at concentrations of 13% or less by volume.  Also 
those gases, which have flammability, limit (LFL).  
Flammable Liquid  
Class IA Flammable Liquid – Have flash point below 73F (22.8C) and boiling points  
Below 100F (37.8C) 
Class IB Flammable Liquid – have flash point below 73F (22.8C) and boiling points at  
Above 100F (37.8C) 
Class IC Flammable Liquid – have flash point between 73F (37.8C) and 100F (37.8F) 
Class II Flammable Liquid – have flash point between 100F (37.8C) and 140F (60C) 
Class IIIA Flammable Liquid – have flash point between 140F (60) & 200F (93.3C) 
Class IIB Flammable Liquid – have flash point at or above 200F (93.3C) 
Flammable Solid – Solids, which ignite readily and burn vigorously as a result of  
Friction, moisture absorption or spontaneous chemical changes. 
FLAMMABLE RANGE – the numerical difference between the upper and lower flammable limit. 
FLASH POINT – the initial (lowest) temperature at which a  
IGNITION TEMPERATURE – the lowest temperature to which a substance must be raised before it will 
ignite, the lower the ignition temperature, the more likely the substance is going to be a fire hazard. 
INFLAMMABLE – same as FLAMMABLE 
INGESTION – a route of entry into the body, which occurs by swallowing a material. 
KILOGRAM – 1000 grams. One-kilogram equals about 2.2 pounds. 
LC50 – the lethal concentration of a substance in air that causes death in 50% of the animals exposed during 
the observation period. 
LD50 – the lethal dose of a substance that kills 50% of the animals exposed during the observation period. 
LITER – the unit of volume in the metric system.  A liter is about the same as a quart. 
Mg/kg – a way of expressing the concentration of a substance in air: milligrams (mg) of substance per cubic 
meter (m3) of air. 
MILLIGRAM – one one-thousandth of a gram 
MUTAGENIC – capable of changing cells in such a way that future cell generations are affected. 
NIOSH – abbreviation for the National Institute for occupational safety and health, US department of Health 
and Human Services. NIOSH makes recommendations to OSHA. 
OCCUPATIONAL EXPOSURE LIMITS – maximum allowable concentration of toxic substance in 
workroom air to protect workers who are exposed to toxic substances over a working lifetime. 
OSHA – abbreviation for the occupational safety and health administration, US department of labor. OSHA 
develops and enforces federal standards for occupational safety and health. 
OXIDIZER – a material which may cause the ignition of combustible material without the aid of an external 
source of ignition or which, when mixed with combustible materials, increases the rate of burning of these 
materials when the mixtures are ignited. 
pH – a measure of how acid or how caustic (base) a substance is on a scale of 1-14, pH 1 indicates that a 
substance is very acid; pH 7 indicates that a substance is neutral; and pH 14 indicates that a substance is very 
caustic (base). 
POLYMERIZATION – a chemical reaction whereby a compound reacts with itself to form polymers. 
Usually involves the release of a lot of energy 
PPM – parts per million. Generally used to express small concentrations of one substance in mixture. 
REACTIVITY – the ability of a substance to undergo change, usually by combining with another substance 
or by breaking down. Certain conditions, such as heat and light, any cause a substance to become more 
reactive. Highly reactive substances may explode. 
SOLUBILITY – the amount of substance that can be dissolved in a solvent, usually water. 
SOLVENT – a substance, usually a liquid, capable of dissolving another substance. 
SPECIFIC GRAVITY – the weight of a solid or liquid as compared to an equal amount of water. 
SUSPECT CARCINOGEN – a substance that might cause cancer in humans or animals but has not been 
proven to do so.  
TERATOGENIC – a substance capable of causing birth defects. 
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TLV – THRESHOLD LIMIT VALUE – the amount of a substance to which an average person in average 
health may be exposed to in a 40-hour workweek. 
TOXICITY – the ability of a chemical substance to produce injury once it reached a susceptible site in or 
near the human body. 
TOXIC SUBSTANCE – any substance that can cause acute or chronic injury to the human body 
VAPOR – the gas given off by a solid or liquid substance at ordinary temperatures. 
VAPOR DENSITY – the density of a gas or vapor as compared to air (air = 1) 
VAPOR PRESSURE – pressure usually in millimeters of mercury at which a gas is given off by a solid or 
on a liquid. 
VISCOSITY – a relative measure of how slowly a substance pours of flows. Very viscous substances, like 
molasses, pour very slowly. Slightly viscous substances, like water, pour and splash easily. 
VOLATILITY – a measure of how quickly a substance forms vapor at ordinary temperatures. 
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SAFETY DATA SHEET 
 
Information 
 
SECTION I – IDENTIFICATION 
 
Section I will include the manufactures name and address, the common name of the product, product class 
and an area for product ID number, and an emergency telephone number.  The hazardous materials 
identification systems or HMIS to identify the health, flammability, reactivity and personal protection needed 
for the product. There is an area for the date for which the SDS was prepared and name of the person who is 
responsible for preparations of the SDS – this is optional. 
 
SECTION II – HAZARD(S) IDENTIFICATION 
 
Section II will include the chemicals within the product, the CAS number, percentage of the components, the 
threshold limit value, OSHA – PEL permissible Exposure levels, and ACGIH TLV – PPM- Parts per Million 
 
SECTION III - COMPOSITION 
 
Section III describes the boiling range in which the product will boil, the specific gravity, the appearance o 
the product, volatile organic compounds, density and the evaporation rate 
 
SECTION IV – FIRST-AID MEASURES 
 
Hazards of the chemical and the appropriate warning information. 
 
SECTION V – FIRE AND EXPLOSION DATA 
 
Section V discussed the flammability classification of the product. This is determined by the flash point of the 
product and the method used to determine this. The OSHA standard determines the class is an IA, IB, IC, 
IIIA or IIIB. The above is described in the glossary of terms, also the type of method to use when 
extinguishing a fire, if there is any unusual fire and explosion hazards if there are any special fires fighting 
procedures to be used in case of an emergency. 
 
SECTION VI – ACCIDENTAL RELEASE MEASURES 
 
Appropriate response to spills, leaks or releases, including containment and clean up practices. 
 
 
SECTION VII – HANDLING AND STORAGE 
 
Section VI informs us of the product’s stability, conditions to avoid, if hazardous polymerization could occur 
if there are hazardous decomposition products. 
 
 
SECTION VIII – EXPOSURE CONTROLS/PERSONAL PROTECTION 
 
Exposure limits, engineering controls and personal protective measures to minimize worker exposure. 
 
SECTION IX – PHYSICAL AND CHEMICAL PROPERTIES 
 
Physical and chemical properties associated with the substance or mixture. 
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SECTION X – STABILITY AND REACTIVITY 
 
Reactivity hazards and stability information is provided in this section. 
 
SECTION XI – TOXICOLOGY INFORMATION 
 
Information regarding toxicological and health effects, or an indication that such data is unavailable. 
 
SECTION XII – ECOLOGICAL INFORMATION 
 
Environmental impact of the chemical if it were to be released into the environment. 
 
SECTION XIII – DISPOSAL CONCIDERATIONS 
 
Proper disposal and recycling, or reclamation and safe handling practices. 
 
SECTION XIV – TRANSPORT INFORMATION 
 
Classification information for shipping and transporting. 
 
SECTION XV – REGULATORY INFORMATION 
 
Safety, health and environmental regulations specific for the product that is not indicated anywhere else on 
the SDS. 
 
SECTION XVI – OTHER INFORMATION 
 
When the SDS was prepared or when the last known revision was made. 
 
NOTE: While most Safety Data Sheets follow the information sections in the order listed on the 

preceding pages, some SDS may be printed in varying or transposed sequence. 

VII. SDS AVAILABILITY 

JOSHUA FOUQUET maintains copies of all SDS's for each hazardous material in the workplace and makes 
them readily accessible during each work shift to employees when they are in their work area(s).  Employees 
may review the SDS's for the materials they work with at the time, while they are in their work area.  They also 
may request a copy of an MSDS if they wish.  Copies of SDS's for materials used in each work area are 
maintained in that work area, during all shifts.  Upon request, the National Institute for Occupational Safety 
and Health (NIOSH) and OSHA has access to our SDS's. 
 
VIII. MATERIAL INVENTORY 

Below is a list of the hazardous chemical(s) used or stored at this location.  These chemicals are referenced to 
their appropriate SDS's and are as follows: 
                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                      
Employees wishing to see this list should contact their supervisor. 
 
IX. LABELS AND OTHER FORMS OF WARNINGS 

Chemical manufacturers, importers, and distributors provide labels, tags, or other markings for containers of 
hazardous chemicals.  This identification includes the following information: 
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* Identity of the hazardous chemical. 

* Appropriate hazard warnings. 

* Name and address of the chemical manufacturer, distributor, or other responsible parties. 
 

CFBC requires that containers of hazardous materials in the workplace are labeled, tagged or marked with the 
identity of the hazardous chemical and appropriate hazard warning.  Occasionally, signs, placards, process 
sheets, batch tickets, operating procedures, or similar accessible written materials are used, instead of affixing 
labels to individual containers. 
Portable containers of hazardous chemicals do not have to be labeled if they contain chemicals transferred from 
labeled containers, which are intended only for the immediate use of the employee who performs the transfer. 
All labels on incoming containers must not be defaced in any way.  Missing or defaced labels must be 
immediately reported to Finishing Supervisors so appropriate labels can be reapplied immediately. 
 
X. EMPLOYEE INFORMATION, EDUCATION, AND TRAINING 

CFBC provides any information, education, and training program to make sure employees know about 
hazardous chemicals in the workplace and the appropriate control measures to reduce exposure to them. Victor 
Balderas coordinates this program. 
 
New employees receive appropriate safety and health information, education, and training during their initial 
assignment.  This training includes information about hazardous materials and processes in the workplace 
through the use of printed materials and classroom instruction. 
 
New employee safety and health training program begins upon hire by the personnel department and continues 
with on-site training by the new employee's department supervision.  The specific information in the safety and 
health training includes: 
 

* General chemical hazards. 

* Hazards associated with non-routine tasks. 

* Recognition, evaluation, and control of hazardous chemicals. 

* Chemical labeling. 

* Hazards associated with unlabelled piping and processing systems. 

* SDS's. 

* Access to information on hazardous chemicals. 

* Compliance with safety and health rules and regulations. 

* Requirements of Federal Hazard Communication Regulations. 

* Specific hazards present in the work areas. 

* The location and availability of the written Hazard Communication Program and all supporting 
information. 
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* The measures employees can take to protect themselves from hazards, including pertinent work 
practices, company emergency procedures, and personal protective equipment. 

 
All employees are informed by supervision concerning the CFBC Hazard Communication Program and an 
explanation of the company's labeling system; SDS's and how employees may obtain appropriate hazard 
information. 
 
XI. RETRAINING 

It is necessary for work area supervision to provide additional employee training concerning workplace hazards 
when: 
 

* New materials or processes are introduced into the workplace. 
* Process or equipment changes are made that could cause new or increased employee exposure. 
* Procedures or work practices are introduced, or changed, which could cause changes in the 

employees' exposure. 
* Employees are transferred from one work area to another where different hazards are present. 
 

A permanent record of all employees training is maintained in the employee's personnel folder. 
 
XII. NON-ROUTINE TASKS 

The supervisor of an employee performing a non-routine task, such as cleaning process equipment, is 
responsible for properly training the employee concerning the potential hazards associated with the task.  The 
employee also shares in this responsibility by making sure that his/her immediate supervisor knows that the 
non-routine task will be performed. 
 
XIII. CONTRACTOR 

All contractors working on a CFBC jobsite shall be notified by company management of hazardous materials 
to which the contractor's employees will be exposed to while working on company property.  Also, proper 
controls will be established to ensure that CFBC operations do not expose the contractor's employees to safety 
and health hazards.  Copies of SDS's for all materials the contractor's employees may be exposed to will be 
provided to the contractor by Victor Balderas.   
 
IX.   PROGRAM AVAILABILITY 
 
CFBC Hazard Communication Program is available upon request to: 

* Employees. 

* OSHA Representatives. 

* NIOSH Representatives. 
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C E R T I F I C A T I O N  O F  T R A I N I N G  
 
I certify that I have received training under CFBC Hazard Communication Program.  I further certify that I 
understand the procedures and will abide by those procedures. 
 
 
________________________________________________________________________ 
AUTHORIZED EMPLOYEE SIGNATURE               DATE 
 
________________________________________________________________________ 
AUTHORIZED EMPLOYEE SIGNATURE     DATE           
 
________________________________________________________________________ 
AUTHORIZED EMPLOYEE SIGNATURE               DATE 
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PURPOSE 
 
This program is established to set forth criteria and requirements for excavation safety to protect employees 
from underground hazards and collapses of man-made cuts in earthen surfaces. This includes, but not limited 
to, any man-made cut, cavity, trench, or depression formed by earth removal, or where penetrations to earthen 
surfaces are made via pile driving, drilling, boring, or similar activities. 
 
SCOPE 

The requirements of this program apply to Citadel Recovery and contract employees who are exposed to 
and/or involved with hazards of excavation operations. 

Employees shall adhere to the standards set forth in this program where applicable. 

Contractors shall ensure that their employees and work practices adhere to standards of this program. All 
excavation operations should be performed through the Citadel excavation program and permitting system. 

Competent persons shall be assigned to monitor jobs where employees are exposed to excavation hazards. 
Training alone shall not designate a competent person: competent persons shall be designated and given 
authority to perform their duties. 

When authorized by Management, employees may assume duties assigned to other employees in the event of 
absence. (Note that competent persons must be trained and designated, and thus cannot assume duties for 
other roles). 

Work may proceed only after excavation hazards are eliminated or adequate control or protective methods are 
employed. 
 
GENERAL 
 
Because of the sandy nature of the soil and close proximity to the water table, all excavation operations 
conducted will be considered to be “Type C” soil. If at any time during the operation any employee or 
contractor perceives a hazardous condition exists, all personnel shall exit the hazardous area until 
management and employees agree that necessary precautions have been taken to ensure their safety. 
 
POLICY 
 

A. Prior to excavations 
 
Underground Installations - Prior to starting any excavation work, all underground installations will be 
marked as clearly as possible in order to identify potentially dangerous situations. Area Supervisor will 
consult the underground drawings to determine and identify the presence of all underground utility 
installations in close proximity to the purposed excavation.  
Barricades and Warnings - Excavations must be isolated from access by a substantial physical barrier. 
Barricades, lighting and posting shall be installed as appropriate prior to the start of excavation operations. 
All temporary excavations of this type shall be backfilled as soon as possible. If the excavation is performed 
in a high traffic area, all adequate means of barricading should be considered. 
Competent Person - Each excavation will have an inspection performed by a competent person whenever 
employees are to enter an excavation. The competent person(s) will verify that the excavation permit properly 
designates and eliminates all hazards associated with the excavation. Also, they must assure that the location 
of underground installations or utilities have been properly located and identify/ensure the use of adequate 
protective systems, work methods and personal protective equipment (PPE) on the excavation site.  
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B.  Excavation 

 
Materials and Equipment - On any excavation where depth is expected to exceed four feet or where unstable 
soil is likely to be encountered, shoring or shielding equipment that will be used shall be on the site before 
any excavation actually begins.  
Protection of Employees - No one shall enter an excavation of four feet or more in depth without having an 
adequate protective system in place. No one shall enter an excavation of less than four feet without a 
protective system in place unless authorized by a competent person. Excavations less than four feet in depth 
may not require this degree of protection if examination of the ground by a competent person provides no 
indication of a potential cave-in. Excavated material shall be stored at least two feet from the edge of the 
excavation and proper PPE will be worn at all times. A stairway, ladder, ramp or other safe means of egress 
shall be located in trench excavations that are 4 feet or more in depth so as to require no more than 25 feet of 
lateral travel for employees. 
Inspections - Inspections of excavations, the adjacent areas, and protective systems shall be made by a 
competent person for evidence of a situation that could result in possible cave-ins, indications of failure of 
protective systems, hazardous atmospheres, or other hazardous conditions. An inspection shall be conducted 
by the competent person prior to the start of work and as needed throughout the shift. Inspections shall also be 
made after every rainstorm or other hazard increasing occurrence. These inspections are required when 
employee exposure can be reasonably anticipated.   

a. Where the competent person finds evidence of a situation that could result in a possible cave-in, 
or shows indications of failure of protective systems, hazardous atmospheres, or other hazardous 
conditions, exposed employees shall be removed from the hazardous area until the necessary 
precautions have been taken to ensure their safety. 
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TRAINING 
 
All personnel involved in excavation work must be trained in accordance with the requirements of 
this program.  Training must be provided before the employee is assigned duties. 
 
Retraining will be provided the lesser of every three years or as necessary to maintain knowledge or 
skills to safety work within or in the vicinity of excavations. 
 
Site Worker 
 
Personnel who conduct work within or in the vicinity of excavations must receive training prior to 
beginning work at the site.  The training must include: 
 

• Requirements of the OSHA Excavations standard; 
• Requirements of CFBC's Excavation Safety Program; 
• Work practices; 
• Hazards relating to excavation work; 
• Methods of protection for excavation hazards; 
• Use of Personal Protective Equipment; 
• Procedures regarding hazardous atmospheres; 
• Emergency and non-entry rescue procedures. 

 
Competent Person 
 
In addition to site worker training, a departmental competent person must also receive training to 
include: 
 

• Methods of evaluating the site and conducting inspections according to this program; 
• Evaluation and selection of protection methods; 
• Ensuring compliance with this program; 
• Requirements under additional applicable programs such as Confined Space and Fall 

Protection. 
 

HAZARDS 
Surface 
All equipment, materials, supplies, permanent installations (e.g., buildings, roadways), trees, brush, 
boulders, and other objects at the surface that could present a hazard to employees working in the 
excavation must be removed or supported, as necessary, to protect employees. 
 
Underground Installations 
The location of sewer, telephone, fuel, electric, and water lines as well as any other underground 
installations that may be encountered during excavation work must be located and marked prior to 
opening the excavation.  Arrangements must be made as necessary by the Competent Person with 
the appropriate utility agency for the protection, removal, shutdown, or relocation of underground 
installations. 
 
If it is not possible to establish the exact location of underground installations, the work may proceed 
with caution provided detection equipment or other safe and acceptable means (e.g. using hand tools) 
are used to locate the utility as the excavation is opened and each underground installation is 
approached. 
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Excavation work will be conducted in a manner that does not endanger underground installations or 
employees engaged in the work.  Utilities left in place must be protected by barricades, shoring, 
suspension, or other means as necessary to protect employees. 
 
Access and Egress 
Stairs, ladders, or ramps must be provided where employees are required to enter trench excavations 
four feet or more in depth.   
 
Vehicular Traffic 
Employees exposed to vehicular traffic must be provided with, and will wear, warning vests or other 
suitable garments marked with or made of reflectorized or high-visibility material.  Warning vests 
worn by flagmen must be red or orange and be of reflectorized material if worn during night work. 
 
Falling Loads 
No employee will be permitted underneath loads handled by lifting or digging equipment.  
Employees will be required to stand away from any vehicle being loaded or unloaded.  Vehicle 
operators may remain in the cabs of vehicles being loaded or unloaded when the vehicle provides 
adequate protection for the operator during loading and unloading operations. 
 
Mobile Equipment 
When mobile equipment is operated adjacent to the edge of an excavation, a warning system will be 
used when the operator does not have a clear and direct view of the edge of the excavation.  The 
warning system must consist of barricades, hand or mechanical signals, or stop logs.  If possible, 
the surface grade will slope away from the excavation. 
Hazardous Atmospheres 
Atmospheric testing must be conducted in excavations over four feet deep where hazardous 
atmospheres could reasonably be expected to exist (e.g. landfill areas, near hazardous substance 
storage, gas pipelines). 
 
Adequate precautions will be taken to prevent employee exposure to atmospheres containing less 
than 19.5 percent oxygen or other hazardous atmospheres.  These precautions include providing 
appropriate respiratory protection or forced ventilation.  Forced ventilation or other effective means 
will be used to prevent exposure to an atmosphere containing a flammable gas in excess of 10 percent 
of the lower flammable limit. 
 
Water Accumulation 
Employees will not work in excavations that contain or are accumulating water unless precautions 
have been taken to protect employees from hazards posed by water accumulation.  The precautions 
taken could include, for example, special support or shield systems to protect from cave-ins, water 
removal to control the level of accumulating water, or use of safety harnesses and lifelines. 
 
If water is controlled or prevented from accumulating by the use of water removal equipment, the 
water removal equipment and operation must be monitored by a person trained in the use of the 
equipment. 
 
Adjacent Structures 
Support systems (such as shoring, bracing, or underpinning) will be used to assure the stability of 
structures and the protection of employees where excavation operations could affect the stability of 
adjoining buildings, walls, or other structures. 
 
Excavation below the level of the base or footing of any foundation or retaining wall that could be 
reasonably expected to pose a hazard to employees will not be permitted except when: 
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• A support system, such as underpinning, is provided to ensure the safety of employees and 
the stability of the structure; or 

• The excavation is in stable rock; or 
• A registered professional engineer has approved the determination that the structure is 

sufficiently removed from the excavation so as to be unaffected by the excavation so as to 
be unaffected by the excavation activity; or 

• A registered professional engineer has approved the determination that such excavation work 
will not pose a hazard to employees. 
 

Sidewalks, pavements, and appurtenant structures will not be undermined unless a support system 
or other method of protection is provided to protect employees from the possible collapse of such 
structures. 
 
Where review or approval of a support system by a registered professional engineer is required, the 
department will secure this review and approval in writing before the work is begun.  A copy of this 
proposal will be provided to EHSS. 
 
Loose Rock or Soil 
Adequate protection must be provided to protect employees from loose rock or soil that could pose 
a hazard by falling or rolling from an excavation face.  Such protection will consist of: 
 

• Scaling to remove loose material; 
• Installation of protective barricades, such as wire mesh or timber, at appropriate intervals on 

the face of the slope to stop and contain falling material; or 
• Benching sufficient to contain falling material. 

 
Excavation personnel will not be permitted to work above one another where the danger of falling 
rock or earth exists. 
 
Employees must be protected from excavated materials, equipment or other materials that could 
pose a hazard by falling or rolling into excavations. 
 

• Protection will be provided by keeping such materials or equipment at least 2 feet from the 
edge of excavations, by the use of restraining devices that are sufficient to prevent materials 
or equipment from falling or rolling into excavations, or by a combination of both if 
necessary. 

• Materials and equipment may, as determined by the Project Manager, need to be stored 
further than 2 feet from the edge of the excavation if a hazardous loading condition is created 
on the face of the excavation. 

• Materials piled, grouped or stacked near the edge of an excavation must be stable and self-
supporting. 

 
Fall Protection 
Barricades, walkways, lighting and posting must be provided as necessary prior to the start of 
excavation operations. 
 
Guardrails, fences, or barricades must be provided on excavations adjacent to walkways, driveways, 
and other pedestrian or vehicle thoroughfares.  Warning lights or other illumination must be 
maintained as necessary for the safety of the public and employees from sunset to sunrise. 
Wells, holes, pits, shafts, and all similar excavations must be effectively barricaded or covered and 
posted as necessary to prevent unauthorized access.  All temporary excavations of this type will be 
backfilled as soon as possible. 
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Walkways or bridges protected by standard guardrails must be provided where employees and the 
general public are permitted to cross over excavations.  Where workers in the excavation may pass 
under these walkways or bridges, a standard guardrail and toeboard must be used. 
 
 

Compliance 
 
In order to comply with this program: 
 
  1. An initial inspection to evaluate site hazards must be conducted by a competent person. 
 
  2. All hazards must be eliminated, controlled, or employees must be provided appropriate 

personal protective equipment. 
 
  3. Protection must be provided against potential cave-ins using either sloping or benching 

systems or support systems. 
 
  4. Inspections must be conducted daily or as conditions occur that may affect or create hazards. 
 
  5. All OSHA rules and standards pertaining to trenching and excavation must be adhered to. 

 
 

Inspections 
 
The subcontractor competent person will conduct daily inspections of excavations, adjacent areas, 
and protective systems for evidence of a situation that could result in possible cave-ins, failure of 
protective systems, hazardous atmospheres, or other hazardous conditions.  An inspection will be 
conducted by the competent person prior to the start of work and as needed throughout the shift.  
Inspections shall also be made after each hazard-changing event (e.g. rainstorm).  These inspections 
are required when the excavation will be or is occupied by employees. 
 
Where the competent person finds evidence of a situation that could result in a possible cave-in, 
failure of protective systems, hazardous atmosphere, or other hazardous conditions, exposed 
employees shall be removed from the hazardous area until precautions have been taken to assure 
their safety. 
 
The competent person shall maintain a written log of all inspections conducted.  This log shall 
include the date, work site location, results of the inspection, and a summary of any action taken to 
correct existing hazards. 
 

Protection 
 
Each employee in an excavation shall be protected from cave-ins by using either an adequate sloping 
and benching system or an adequate support or protective system. 
 
Exceptions to this are limited to: 
 

• Excavations made in stable rock; or 
• Excavations less than four feet in depth where examination of the ground by a Competent 

Person provides no indication of a potential cave-in. 
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Protective systems shall be capable of resisting all loads that could reasonably be expected to be 
applied to the system. 
 
Sloping and Benching 
The slop and configuration of sloping and benching systems shall be selected and constructed by the 
Competent Person. 
 
Employees shall not be permitted to work above other employees on the faces of sloped or benched 
systems except when employees at the lower levels are protected from the hazard of falling, rolling, 
or sliding material or equipment. 
 
Support Systems 
The design of support systems, shield systems, and other protective systems shall be selected and 
constructed by the Competent Person. 
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CF BREEZE CONSTRUCTION, LLC 
FALL PROTECTION PROGRAM 

 
 
Policy: 
 
All company employees and sub contractor employees working six feet or more above a lower level shall be 
protected from fall hazards and falling objects in accordance with this policy. 
 
Procedure: 
 
The following systems and procedures have been designed to prevent employees from falling off, onto or 
through working levels.  Areas covered by this policy include, but are not limited to: 
 

o Controlled access zones;  
o Ramps, runways and other walkways;  
o Holes;  
o Leading edge work;  
o Unprotected sides and edges;  
o Roofing work;  
o Wall openings; and  
o Other walking/working surfaces. 
 

Authority and Responsibility 
 
The jobsite Supervisors are responsible for: 
 

o Developing, implementing and updating the fall protection program;  
o Reporting all questionable conditions discovered to the responsible department;  
o Ensuring all affected employees are trained in accordance with this policy. 
o Ensuring all affected employees follow the described practices within this policy;  
o Purchasing all appropriate fall protection equipment and related safety devices; and  
o Ensuring all inspection and maintenance practices for fall protection equipment are followed in 

accordance with this policy.  
 

Employees are responsible for complying with the practices within the Fall Protection Program. 
 
General Requirements 
 
This standard, 29 CFR 1926.500-503, describes the duty to provide fall protection, sets the criteria and practices 
for all fall protection systems and the required training.  It covers hazard assessment, fall protection and safety 
monitoring systems.  Also addressed are controlled access zones and guardrails, personal fall arrest, warning 
line system and positioning device systems. 
 
Controlled Access Zones 
 
Controlled access zones, when created to limit entrance to areas where leading edge work and other 
operations are taking place, shall be defined by a controlling line or other means that restricts access.  Control 
lines shall consist of ropes, wires, tapes or equivalent material, supporting stanchions and each shall: 
 

o Be flagged or otherwise clearly marked at not more than six-foot intervals with high visibility 
material;  
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o Be rigged and supported in such a way that the lowest point (including sag) is not less than 39 inches 
from the walking/working surface and the highest point is not more than 50 inches;  

o Be strong enough to sustain stress of not less than 200 pounds;  
o Extend along the entire length of the unprotected leading edge and shall be parallel to the unprotected 

or leading edge; and  
o Be connected on each side to a guardrail system or wall. 
 

When control lines are used they shall be erected not less than six feet and no more than 25 feet from the 
unprotected or leading edge, except when precast concrete members are being erected.  In the latter case, the 
control line shall be erected not less than six feet and no more than 60 feet or half the length of the member 
being erected, whichever is less, from the leading edge. 
 
Controlled access zones when used to determine access to areas where overhand plastering and related work 
are taking place shall be defined by a control line erected not less than 10 feet and no more than 15 feet from 
the working edge.  Additional control lines shall be erected at each end to enclose the controlled access 
zone.  Only employees engaged in overhand bricklaying or related work are permitted in these zones. 
 
On floors and roofs where guardrail systems are not in place prior to the start of overhand bricklaying 
operations, controlled access zones shall be enlarged as necessary to enclose all points of access, material 
handling areas and storage areas. 
 
On floors and roofs where guardrail systems are in place, but need to be removed to allow leading edge work 
to take place, only the portion of the guardrail necessary to accomplish that day’s work shall be removed. 
 
Excavations 
 
Each employee at the edge of an excavation six feet deep or more shall be protected from falling by a 
guardrail system, fence barricade or cover.  Where walkways are provided to permit employees to cross over 
excavations, guardrails are required on the walkway. 
 
Guardrail Systems 
 
If a guardrail system is used to protect employees from falls, the system shall meet the following criteria: 
 

o Top rails and mid rails of guardrail systems shall be at least one-quarter inch in diameter;  
o If wire rope is used for top rails, it shall be marked every six feet with highly visible material;  
o Steel or plastic banding material shall not be used as top rails or mid rails;  
o Manila, plastic or synthetic rope used for top rails or mid rails shall be inspected frequently to ensure 

strength and stability;  
o The top edge height of top rails or guardrails shall be 42 inches plus or minus three inches above the 

walking level;  
o When workers are using stilts, the top edge height of the top rail or equivalent shall be increased 

equal to the height of the stilts;  
o Screens, mid rails, mesh, intermediate vertical members or equivalent intermediate structural 

members shall be installed between the top edge of the guardrail system and the walking/working 
surface when there are no walls or parapet walls at least 21 inches high;  

o When mid rails are used, they shall be installed at a height midway between the top edge of the 
guardrail system and the walking/working level;  

o When screens and mesh are used, they shall extend from the top rail to the walking/working level and 
along the entire opening between top rail supports;  

o Intermediate members, such as balusters, when used between posts, shall not be more than 19 inches 
apart;  
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o Other structural members, such as additional mid rails and panels, shall be installed so that there are 
no openings larger than 19 inches;  

o The guardrail system shall be capable of withstanding a force of at least 200 pounds;  
o Mid rails, screens, mesh, intermediate vertical members, solid panels and equivalent structural 

members shall be capable of withstanding a force of at least 150 pounds;  
o Guardrail systems shall have smooth surfaces to protect employees from punctures or lacerations and 

prevent clothing from snagging;  
o The ends of top rails and mid rails shall not overhang terminal posts, except where such overhang 

does not constitute a projection hazard;  
o A chain gate or removable guardrail section shall be placed across the access opening between 

guardrail sections when hoisting operations are not taking place;  
o At holes, six feet or more in depth, guardrail systems shall be set up on all unprotected sides or edges 

and all holes shall be covered when not in use;  
o Guardrail systems with a gate shall be used around holes that are access points to prevent employees 

from falling into these holes; and  
o If guardrail systems are used at the sides or edges of ramps and runways, they shall be erected on 

each side or edge.  
 

Personal Fall Arrest Systems 
 
The use of a body belt for fall protection is prohibited. 
 
The user prior to each use shall inspect all personal fall arrest systems.  The inspection shall include 
examination for wear, damage and other deterioration.  If during the inspection the user discovers defects or 
damage, the user shall immediately remove the component from service. 
 

o Dee-rings and snap-hooks shall have a minimum tensile strength of 5,000 pounds without cracking, 
breaking, or suffering permanent deformation.  Snaphooks shall be sized to be compatible with the 
member to whom they will be connected or shall be of a locking configuration. 

o Snaphooks that are not of the locking type and designed for the following connections shall not be 
engaged directly to: 

o Webbing, rope or wire rope;  
o To each other;  
o To a dee-ring to which another snaphook or other connector is attached;  
o To a horizontal lifeline; or  
o To any object incompatible in shape or dimension relative to the snaphook, thereby causing the 

connected object to depress the snaphook keeper and release unintentionally. 
 

A hook is considered to be compatible when the diameter of the dee-ring to which the snaphook is greater than 
the inside length of the snaphook when measured from the bottom (hinged-end) of the snaphook keeper to the 
inside curve of the top of the snaphook.  Thus, no matter how the de-ring is positioned or moved with the 
snaphook attached, the D-ring cannot touch the outside of the keeper, thus depressing it open.  The use of non-
locking de-rings is prohibited. 
 
On suspended scaffolds or similar work platforms with horizontal lifelines that may become vertical lifelines, 
the devices used to connect to a horizontal lifeline shall be capable of locking in both directions on the lifeline. 
 
Horizontal lifelines shall be designed, installed and used under the supervision of a qualified person, as part of 
a complete fall arrest system that maintains a safety factor of at least two.  Lifelines shall be protected against 
being cut or abraded. 
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Self-retracting lifelines and lanyards that automatically limit free fall distance to two feet or less shall be capable 
of sustaining a minimum tensile load of 3,000 pounds applied to the device with the lifeline or lanyard in the 
fully extended position. 
 
Self-retracting lifelines and lanyards that do not limit free fall distance to two feet or less, ripstitch lanyards, 
and tearing and deforming lanyards shall be capable of  
sustaining a minimum tensile load of 5,000 pounds applied to the device with the lifeline or lanyard in the fully 
extended position. 
 
Ropes and straps used in lanyards, lifelines and strength components of body belts and body harnesses shall be 
made of synthetic fibers. 
 
Anchorage shall be designed, installed and used under the supervision of a qualified person.  Anchorage used 
to attach personal fall arrest systems shall be independent of any anchorage being used to support or suspend 
platforms and shall be capable of supporting at least 5,000 pounds per person attached. 
 
Lanyard and vertical lifelines shall have a minimum breaking strength of 5,000 pounds. 
 
 
Personal Positioning Device 
 
Body harness systems shall be set up so that a worker can free fall no more than two feet.  All belts or harnesses 
shall be secured to an anchorage capable of supporting at least twice the potential impact load of an employee's 
fall or 3,000 pounds, whichever is greater. 
 
Warning Line Systems 
 
Warning line systems used on roofs shall consist of ropes, wires or chains, and supporting stanchions. The 
warning lines shall be constructed as follows: 
 

o Flagged at not more than six-foot intervals with high visibility material;  
o Rigged and supported so that the lowest point including sag is no less than 34 inches from the 

walking/working surface and its highest point is no more than 39 inches from the walking/working 
surface;  

o Stanchions, after being rigged with warning lines, shall be capable of resisting, without tipping over, 
a force of at least 16 pounds applied 

 horizontally against the stanchion, 30 inches above the walking/working surface,  perpendicular to the 
warning line and in the direction of the floor, roof or platform  edge;  

o The rope, wire or chain shall have a minimum tensile strength of 500 pounds and after being attached 
to the stanchions, shall support without breaking the load applied to the stanchions as prescribed 
above; and  

o Shall be attached to each stanchion in such a way that pulling on one section of the line between 
stanchions will not result in slack being taken up in the adjacent section before the stanchion tips 
over. 

o When mechanical equipment is being used, the warning line shall be erected not less than six feet 
from the roof edge parallel to the direction of mechanical equipment operation, and not less than 10 
feet from the roof edge perpendicular to the direction of mechanical equipment operation. 

o When mechanical equipment is not being used, the warning line shall be erected not less than six feet 
from the roof edge.  

 
Hoist Areas 
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All employees in a hoist area shall be protected from falling six feet or more by guardrail systems or personal 
fall arrest systems.  If guardrail systems or portions thereof must be removed to facilitate hoisting operations, 
as during the landing of materials, and a worker must lean through the access opening to receive or guide 
equipment and materials, that employee shall be protected by a personal fall arrest system. 
 
Holes, Openings, Ramps, Runways and Other Walkways 
 
All holes, openings, ramps, runways, and other walkways crossing or covering openings six feet or more, 
shall be protected with a guardrail system. 
 
Wall Openings  
 
All employees working on, at or near wall openings where the bottom edge of the wall opening is six feet or 
more and the inside bottom edge of the wall opening is less than 39 inches above the walking/working 
surface, shall be protected by use of either a guardrail system or a personal fall arrest system. 
 
Covers 
 
Covers used over openings in the roadways and vehicular aisles shall meet the following criteria: 
 

o Support twice the maximum axle weight of the largest vehicle the cover might be subjected;  
o Support twice the weight of employees, equipment and materials that may be imposed on the cover at 

anytime;  
o Be secured at all times; and  
o Be identified with markings indicating “HOLE” or “COVER”. 
 

Roofs 
 
Low-Sloped Roofs 
 
All employees working on low-sloped roofs with unprotected sides and edges six feet or more above the 
lower levels shall be protected from falling by guardrail systems or a combination warning line system and 
personal fall arrest system, or a combination warning line system and a safety monitoring system.  
 
Roofs that are 50 feet or less in width can use a safety monitoring system without a warning line system. 
 
Steep Roofs 
 
All employees on a steep roof with unprotected sides and edges six feet or more above the lower levels shall 
be protected by either guardrail systems with toeboards or a personal fall arrest system. 
 
Protection from Falling Objects 
 
When guardrail systems are used to prevent materials from falling from one level to another, any opening 
shall be small enough to prevent passage of potential falling objects. No materials or equipment, except 
masonry or mortar shall be stored within four feet of working edges. Excess mortar, broken or scattered 
masonry, and all other materials and debris shall be kept clear of the working area by removal at regular 
intervals. 
 
During roofing work, materials and equipment shall not be stored within six feet of a roof edge unless 
guardrails are erected at the edge, and materials piled, grouped, or stacked near a roof edge shall be stable and 
self-supporting. 
Canopies 
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When canopies are used as protection from falling objects they shall be constructed strong enough to prevent 
collapse and to prevent penetration by any objects that fall onto them. 
 
 
 
 
Toeboards 
 
When toeboards are used as protection from falling objects, they shall be erected along the edges of the 
overhead walking or working surface for a distance sufficient to protect persons working below.  Toeboards 
shall be capable of withstanding a force of at least 50 pounds applied in any downward or outward direction 
at any point along the toeboard.  Toeboards shall be a minimum of three and one half inches tall from their 
top edge to the level of the walking/working surface, have no more than 0.25 inches clearance above the 
walking/working surface, and be solid or have openings no larger than one inch in size. 
 
Where tools, equipment, or materials are piled higher than the top edge of a toeboard, paneling or screening 
shall be erected from the walking/working surface or toeboard to the top of a guardrail system's top rail or 
midrail, for a distance sufficient to protect persons below. 
 
 
Safety Monitoring Systems 
 
If no fall protection, including personal fall arrest systems, warning line systems, controlled access zones or 
guardrail system can be implemented, then a safety monitoring system shall be established.  The responsible 
department shall designate a safety monitor to monitor the safety of the workers.  The safety monitor shall: 
 

o Be competent in the recognition of fall hazards;  
o Be capable of warning workers of fall hazard dangers;  
o Detect unsafe work practices as in accordance with this policy;  
o Work on the same surface as the workers and maintain visual contact of all employees;  
o Be close enough to the work operations to communicate orally with the workers; and  
o Have no other duties that will interfere or distract from the monitoring function. 
o Mechanical equipment shall not be used or stored in areas where safety-monitoring systems are being 

used to monitor employees engaged in roofing operations on low-sloped roofs. 
o No worker, other then than one engaged in work on low-sloped roofs, or covered by a personal fall 

arrest system, shall be allowed in an area where the employee is being protected by a safety 
monitoring system. 

o All workers in a controlled access zone shall be instructed to promptly comply with all fall warnings 
issued by the safety monitors. 

 
Training 
 
All employees that are exposed to fall hazards shall be trained in the recognition and minimization of such 
hazards.  Training shall be arranged through Safety Committee. The employee shall be trained in the 
following areas: 
 

o Nature of fall hazards in the work area;  
o The correct procedures for erecting, maintaining, disassembling and inspecting fall protection 

systems;  
o The use and operation of controlled access zones and guardrail, personal fall arrest and warning lines;  
o The limitations on the use of mechanical equipment during the performance of roofing work on low-

slope roofs;  
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o The correct procedures for equipment and materials handling and storage and the erection of 
overhead protection; and  

o The employee's role in fall protection plans. 
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CF BREEZE CONSTRUCTION, LLC 
Fall Protection Plan for Residential Construction 

 
 
I. Statement of Company Policy 
 
CFBC is dedicated to the protection of its employees from on-the-job injuries.  All employees of CFBC have 
the responsibility to work safely on the job.  The purpose of the plan is to supplement our existing safety and 
health program and to ensure that every employee who works for CFBC recognizes workplace fall hazards and 
take the appropriate measures to address those hazards. 
 
This Fall Protection Plan addresses the use of conventional fall protection at a number of areas on the project, 
as well as identifies specific activities that require non-conventional means of fall protection.  During the 
construction of residential buildings under 48 feet in height, it is sometimes unfeasible or it creates a greater 
hazard to use conventional fall protection systems at specific areas or for specific tasks.  The areas or tasks may 
include, but are not limited to: 
 
  a. Setting and bracing of roof trusses and rafters; 
  b. Installation of floor sheathing and joists; 
  c. Roof sheathing operations; and 
  d. Erecting exterior walls. 
 
In these cases, convention fall protection systems may not be the safest choice for builders.  This plan is 
designed to enable employers and employees to recognize the fall hazards associated with this job and to 
establish the safest procedures that are to be followed in order to prevent falls to lower levels or through holes 
and openings in walking/working surfaces. 
 
Each employee will be trained in these procedures and will strictly adhere to them except when doing so would 
expose the employee to a greater hazard.  If, in the employee's opinion, this is the case, the employee is to notify 
the competent person of their concern and have the concern addressed before proceeding. 
 
It is the responsibility of the competent person to implement this Fall Protection Plan.  Continual observational 
safety checks of work operations and the enforcement of the safety policy and procedures shall be regularly 
enforced.  The crew supervisor or foreman is responsible for correcting any unsafe practices or conditions 
immediately. 
 
It is the responsibility of the employer to ensure that all employees understand and adhere to the procedures of 
this plan and to follow the instructions of the crew supervisor.  It is also the responsibility of the employee to 
bring to management's attention any unsafe or hazardous conditions or practices that may cause injury to either 
themselves or any other employees.  Any changes to the Fall Protection Plan must be approved by Corporate 
Safety Director. 
 
II. Fall Protection Systems to Be Used on The Job 
 
Installation of roof trusses/rafters, exterior wall erection, roof sheathing and joist/truss activities will be 
conducted by employees who are specifically trained to do this type of work and are trained to recognize the 
fall hazards.  The nature of such work normally exposes the employee to the fall hazard for a short period of 
time.  This Plan details how CFBC will minimize these hazards.  While working for the EHRVI program, fall 
protection will be used 100% of the time when working at heights 6’ or greater. 
 
Installation Procedures for Roof Truss and Rafter Erection 
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During the erection and bracing of roof trusses/rafters, conventional fall protection may present a greater hazard 
to workers.  On this job, safety nets, guardrails and personal fall arrest systems will not provide adequate fall 
protection because the nets will cause the walls to collapse, while there are no suitable attachment or anchorage 
points for guardrails or personal fall arrest systems. 
 
On this job, requiring workers to use a ladder for the entire installation process will cause a greater hazard 
because the worker must stand on the ladder with his back or side to the front of the ladder.  While erecting the 
truss or rafter the worker will need both hands to maneuver the truss and therefore cannot hold onto the ladder.  
In addition, ladders cannot be adequately protected from movement while trusses are being maneuvered into 
place.  Many workers may experience additional fatigue because of the increase in overhead work with heavy 
materials, which can also lead to a greater hazard. 
 
On all walls less then six feet, workers will install interior scaffolds along the interior wall below the location 
where the trusses/rafters will be erected.  "Sawhorse" scaffolds construction of 48-inch sawhorses and 2x10 
planks will often allow workers to be elevated high enough to allow for the erection of trusses and rafters 
without working on the top plate of the wall. 
 
In structures that have walls six feet or higher, fall protection will be used 100% of the time. During all stages 
of truss/rafter erection, the stability of the trusses/rafters will be ensured at all times. 
 
CFBC shall take the following steps to protect workers who are exposed to fall hazards while working from the 
top plate installing trusses/rafters: 
 

• Only designated trained workers will be allowed to work on the top plate during roof truss of rafter 
installation; 

• Workers shall have no other duties to perform during truss/rafter erection procedures; 
• All trusses/rafters will be adequately braced before any worker can use the truss/rafter as a support; 
• Workers will remain on the top plate using the previously stabilized truss/rafter as a support while other 

trusses/rafters are being erected; 
• Workers will leave the area of the secured trusses only when it is necessary to secure another 

truss/rafter; 
• The first two trusses/rafters will be set from ladders leaning on side walls at points where the walls can 

support the weight of the ladder; and 
• A worker will climb onto the interior top plate via a ladder to secure the peaks of the first two 

trusses/rafters being set. 
• The workers responsible for detaching trusses from cranes and/or securing trusses at the peaks 

traditionally are positioned at the peak of the trusses/rafters.  There are also situations where workers 
securing rafters to ridge beams will be positioned on top of the ridge beam. 

 
CFBC shall take the following steps to protect workers who are exposed to fall hazards while securing 
trusses/rafters at the peak of the trusses/ridge beam: 
 

• Only designated trained workers will be allowed to work at the peak during roof truss or rafter 
installation; 

• Once truss or rafter installation begins, workers not involved in that activity shall not stand or walk 
below or adjacent to the roof opening or exterior walls in any area where they could be struck by falling 
objects; 

• Workers shall have no other duties than securing/bracing the trusses/ridge beam; 
• Workers positioned at the peaks or in the webs of trusses or on top of the ridge beam shall work from 

a stable position, either by sitting on a "ridge seat" or other equivalent surface that provides additional 
stability or be positioning themselves in previously stabilized trusses/rafters and leaning into and 
reaching through the trusses/rafters; 
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• Workers shall not remain on or in the peak/ridge any longer than necessary to safely complete the task. 
 
Roof Sheathing Operations 
 
Workers typically install roof sheathing after all trusses/rafters and any permanent truss bracing is in place.  
Roof structures are unstable until some sheathing is installed, so workers installing roof sheathing cannot be 
protected from fall hazards by conventional fall protection systems until it is determined that the roofing system 
can be used as an anchorage point.  At that point, employees shall be protected by a personal fall arrest system. 
 
Trusses/rafters are subject to collapse if a worker falls while attached to a single truss with a harness.  Nets 
could also cause collapse, and there is no place to attach guardrails. 
 
CFBC shall take the following steps to protect workers who are exposed to fall hazards while installing roof 
sheathing: 
 

All employees will be provided fall protection and training.  Employees are to be tied off 100% 
of the time. 

• The competent person shall determine the limits of this area, which shall be clearly communicated to 
workers prior to placement of the first piece of roof sheathing; 

• Only qualified workers shall install roof sheathing; 
• The bottom row of roof sheathing may be installed by workers standing in truss webs; 
• After the bottom row of roof sheathing is installed, a slide guard extending the width of the roof shall 

be securely attached to the roof.  Slide guards are to be constructed of no less than nominal 4" height 
capable of limiting the uncontrolled slide of workers.  Workers should install the slide guard while 
standing in truss webs and leaning over the sheathing. 

• Additional rows of roof sheathing may be installed by worker positioned on previously installed rows 
of sheathing.  A slide guard can be used to assist workers in retaining their footing during successive 
sheathing operations; and 

• Additional slide guards shall be securely attached to the roof at intervals not to exceed 13 feet as 
successive rows of sheathing are installed.  For roofs with pitches in excess of 9-in-12, slide guards 
will be installed at four-foot intervals. 

• When wet weather (rain, snow, or sleet) is present, roof sheathing operations shall be suspended unless 
safe footing can be assured for those workers installing sheathing. 

• When strong winds (above 40 miles per hour) are present, roof sheathing operations are to be 
suspended.  Installation of floor joists and sheathing during the installation of floor sheathing/joists 
(leading edge construction), the following steps shall be taken to protect workers: 

• Only designated trained workers will be allowed to install floor joists or sheathing. 
• Materials for the operations shall be conveniently staged to allow for easy access to workers; 
• The first-floor joists or trusses will be rolled into position and secured either from the ground, ladders 

or sawhorse scaffolds; 
• Each successive floor joist or truss will be rolled into place and secured from a platform created from 

a sheet of plywood laid over the previously secured floor joists or trusses; 
• Any workers not assisting in the leading edge construction while leading edges still exist (e.g. cutting 

the decking for the installers) shall not be permitted within six feet of the leading edge under 
construction. 

 
Erection of Exterior Walls 
 
During the construction and erection of exterior walls, employers shall take the following steps to protect 
workers: 
 

• Only designated trained workers will be allowed to erect exterior walls. 
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• A painted line six feet from the perimeter will be clearly marked prior to any wall erection activities to 
warn of the approaching unprotected edge; 

• Materials for operations shall be conveniently staged to minimize fall hazards; and 
• Workers constructing exterior walls shall complete as much cutting of materials and other preparation 

as possible away from the edge of the deck. 
 
III. Enforcement 
 
Constant awareness of and respect for fall hazards, and compliance with all safety rules are considered 
conditions of employment.  The crew supervisor, or foreman, as well as individuals in the Safety and Personnel 
Department, reserve the right to issue disciplinary warnings to employees, up to and including termination, for 
failure to follow the guidelines of this program. 
 
IV. Accident Investigations 
 
All accidents that result in injury to workers, regardless of their nature, shall be investigated and reported.  It is 
an integral part of any safety program that documentation take place as soon as possible so that the cause and 
means of prevention can be identified to prevent a reoccurrence. 
 
In the event that an employee falls or there is some other related, serious incident occurring, this plan shall be 
reviewed to determine if additional practices, procedures, or training need to be implemented to prevent similar 
types of falls or incidents from occurring. 
 
V. Changes to Plan 
 
Any changes to the plan will be approved by the corporate safety director.  This plan shall be reviewed by a 
qualified person as the job progresses to determine if additional practices, procedures or training needs to be 
implemented by the competent person to improve or provide additional fall protection.  Workers shall be 
notified and trained, if necessary, in the new procedures.  A copy of this plan and all approved changes shall be 
maintained at the jobsite. 
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CF BREEZE CONSTRUCTION, LLC 
SCAFFOLD USER SAFETY PROGRAM 

 
Policy:  
 
All scaffolds used in construction, renovation, repair (including painting and decorating), and demolition shall 
be erected, dismantled and maintained in accordance with the Citadel Recovery scaffolding tag program.  
 
Identification 
 
Due to the intricate design and the many individual parts needed for proper assembly, a tag system has been 
developed regarding the construction and modification of scaffolding that is widely recognized.  It consists of 
three colored tags, and is described as follows: 
 

A. GREEN – This color tag signifies the scaffold is safe for its intended use. 
B. YELLOW – A yellow tag placed on a scaffold indicates that the scaffold was constructed in a 

manner outside of the norm in order to meet specific work conditions or requirements.  All attempts 
should be made to restore a yellow tag to a green tag as soon as is practicable. 

C. RED – This color tag indicates the scaffold is unfit for use.  Red tags place on scaffolding shalL 
state “DANGER – UNFIT FOR USE” 

 
Procedure: 
 
Authority and Responsibility 
 
The jobsite Supervisors are responsible for: 
 

o Reviewing this policy to ensure compliance with current regulations;  
o Reporting any questionable conditions that are discovered to the responsible department; and  
o Ensuring all affected employees are trained in accordance with this policy. 
o Ensuring all affected employees follow the prescribed practices within this policy; and  
o Designating a qualified person to design and supervise during the erection, use and disassembling of 

scaffolding; and  
o Ensuring all inspection and maintenance practices for scaffolds are conducted by a competent person 

in accordance with this policy and procedure. 
 

Employees affected by this policy are responsible for complying with the practices within the Scaffold Safety 
Program. 
 
The competent person shall be trained in accordance with the Occupational Safety and Health Administration 
and responsible for: 
 

o Directing employees who erect, dismantle, move or alter scaffolding;  
o Determining if it is safe for employees to work from a scaffold during storms or high winds, and 

ensure that a personal fall arrest system is in place;  
o Training employees involved in erecting, disassembling, moving, operating, repairing, maintaining, 

or inspecting scaffolding to recognize associated work hazards;  
o Inspecting scaffolds and scaffold components for visible defects before each work shift, and after any 

occurrence which could affect the structural integrity, and to authorize prompt corrective action;  
o Inspecting ropes on suspended scaffolds prior to each workshift and after every occurrence which 

could affect the structural integrity, and to authorize prompt corrective actions;  
o For suspension scaffolds evaluating direct connections to support the load to be imposed;  
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o For erectors and dismantler's, determining the feasibility and safety of providing fall protection and 
access; and  

 
 
For scaffold components:  
 

o Intermixing of scaffold components will not be allowed; and  
o Determining if galvanic action has affected the capacity when using components of dissimilar metals. 
o Qualified persons shall be responsible for: 
o Designing and loading scaffolds in accordance with design specifications;  
o Training employees working on the scaffolds to recognize the associated hazards and understand 

procedures to control or minimize those hazards; and  
For suspension scaffolds;  
 

o Designing platforms on two-point adjustable suspension types that are less than 36 inches wide to 
prevent instability;  

o Making swaged attachments and spliced eyes on wire suspension ropes; and  
o Designing components in accordance with design specifications. 

 
General Requirements for Scaffolds 
 
Capacity/Loads 
 
A qualified person must design all scaffolding in accordance with the Occupational Safety and Health 
Administration (OSHA) 29 CFR 1926.451 "General Requirements for Scaffolds” and 29 CFR 1926.452 
"Additional Requirements Applicable to Specific Types of Scaffolds". 
 
Stationary scaffolds over 125 feet in height and rolling scaffolds over 60 feet in height shall be designed by a 
professional engineer.  All equipment shall be inspected to see that it is in good condition and is 
serviceable.  Damaged or deteriorated equipment shall not be used. 
 
All scaffolds and their components must support without failure its own weight and at least four times the 
maximum intended load applied or transmitted to the scaffold. 
 
Platforms 
 
Platforms shall be constructed as follows: 

o Platforms shall be entirely planked and decked with space not more than one inch wide between the 
platforms and uprights;  

o The platform shall not deflect more than 1/60 of the span when loaded;  
o All platforms shall be kept clear of debris or other obstructions that may hinder the working clearance 

on the platform;  
o Wood planks shall be inspected to see that there are graded for scaffold use, are sound and in good 

condition, straight grained, free from saw cuts, splits and holes;  
o Platforms and walkways shall be at least 18 inches in width.  When the work area is less than 18 

inches wide, guardrails and/or personal fall arrest systems shall be used;  
o Where platforms are overlapped to create a long platform, the overlap shall occur only over supports, 

and shall not be less than 12 inches unless the platforms are nailed;  
o A platform greater than 10 feet in length shall not extend over its support more then 18 inches, unless 

it is designed and installed so that the cantilevered portion of the platform is able to support 
employees without tipping, or has guardrails which block employee access to the cantilevered end;  

o Wood surface shall not be covered with opaque finishes, other than the edges for making 
identification;  
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o Platforms may be coated periodically with wood preservatives, fire-retardant finishes, and slip-
resistant finishes; however, the coating shall not obscure the top or bottom wood surfaces; and  

o Each end of the platform unless cleated or otherwise restrained by hooks or equivalent means, shall 
extend over the centerline of its support at least six inches. 

 
Scaffold components manufactured by different manufacturers shall never be intermixed.   
 
Guardrails 
 
All scaffolds more than six feet above the lower level shall protect employees with guardrails on each open 
side of the scaffold.  Guardrails shall be installed along the open sides and ends before releasing the scaffold 
for use by the employees, other than erection or dismantling crews.  
 
Guardrails are not required when: 
 

o The front end of all platforms are less than 14 inches from the face of the work; and  
o When employees are plastering and lathing 18 inches or less from the front edge. 
o Materials such as steel or plastic banding shall not be used for toprails or midrails. 
 

Erection of Scaffolds  
 
Prior to Erection – All Scaffold Assemblies 
 
All jobsites and work areas shall be inspected prior to the erection of scaffolds to determine the site’s ability to 
support structure, and for location of electric power lines, overhead obstructions, wind conditions, and the need 
for overhead protection or weather protection coverings.  
 
Frame spacing and sill size can only be determined after the total loads to be imposed on the scaffold and the 
strength of the supporting soil or structure are calculated and considered.  Special consideration is required 
when scaffolding is to be erected on fill, soft or frozen ground.  Sills shall be level and in full contact with the 
supporting surface. A qualified person must do this analysis.  Load carrying information on components is 
available from the scaffold manufacturer. 
 
Wood planks used for platforms on scaffolding shall be specifically graded for scaffold use by an approved 
grading agency. 
 
Erection of Fixed Scaffold 
 
Scaffolds shall be erected, moved or disassembled only under the supervision of qualified persons. 
 
Base plates or screw jacks shall be in firm contact with both the sills and the legs of the scaffolding.  Screw 
jacks with base plates shall be used to compensate for uneven ground.  Do not use unstable objects such as 
loose bricks, blocks of wood or concrete to shore up the uneven surface. 
 
All scaffolding shall be plumb and level.  Tying, guying, or bracing may be needed to assure a safe and stable 
scaffold assembly.  Do not force members to fit.  Be sure scaffolding stays level and plumb as erection 
progresses.  The height of the scaffold in relation to the minimum base width, wind loads, the use of brackets 
or cantilevered platforms and imposed scaffold load determines the need for stability bracing.  
 
Access Requirements 
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Access shall be provided when scaffold platforms are more than 24 inches above or below the point of 
access.  Direct access is acceptable when the scaffold is not more than 14 inches horizontally and not more than 
24 inches vertically from the other surfaces.  Crossbraces shall not be used as a means of access. 
 
Type of accesses, which are permitted: 
 

o Portable ladders;  
o Hook-on ladders;  
o Attachable ladders  
o Stairways;  
o Stair towers;  
o Ramps and walkways; or  
o Integral prefabricated frames. 
 

 
When erecting or dismantling supported scaffolds, a safe means of access shall be provided when a competent 
person has determined the feasibility and analyzed the site conditions. 
 
Use Requirements 
 
The use of shore scaffolds and lean-to-scaffolds is strictly prohibited.   All employees are prohibited from 
working on scaffolds covered with snow, ice or other slippery materials. 
 
Clearance Distances Between Scaffolds and Powerlines 
 
The following table provides the clearance distances between scaffolds and powerlines, or any other conductive 
material, while being erected, used, dismantled, altered, or moved. 
 

Insulated Lines 
Voltage  Minimum Distance Alternatives 

Less than 300 volts 
300 to 50 kv 
More than 50 kv  
  

3 feet 
10 feet 
10 feet 
General Rule:   0.4 inches for each 
1 kv over 50 kv  
  

Two times the length of the line 
insulator, but never less than 10 feet 

Uninsulated Lines 
Voltage Minimum Distance Alternatives 

Less than 50 kv 
More than 50 kv 

10 feet 
10 feet plus 
General Rule:  0.4 inches for each 
1 kv over 50 kv  
  

Two times the length of the line 
insulator, but never less than 10 feet 
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EXCEPTION:  Scaffolds and materials may be closer to power lines than specified where such clearance is 
necessary for performance of work and only after the utility company or electrical system operator has de-
energized or relocated the lines. 
 
 
 
 
Scaffold Requirements 
 
The following are the requirements for specific types of scaffolds: 
 

o Fabricated frame scaffolds (tubular welded frame scaffolds) - Appendix A;  
o Form scaffolds and carpenter's bracket scaffolds - Appendix B;  
o Pump jack scaffolds - Appendix C;  
o Ladder jack scaffolds - Appendix D;  
o Crawling boards (chicken ladders) - Appendix E;  
o Two-point adjustable suspension scaffolds - Appendix F;  
o Multi-level suspended scaffolds - Appendix G;  
o Mobile scaffolds - Appendix H; and  
o Aerial lifts - Appendix I. 

 
Stilts 
 
All employees using stilts shall: 
 

o Wear the stilts on surfaces that are flat and free of holes, pits, and obstructions, such as debris or other 
tripping and falling hazards; and  

o Properly maintain the stilts.  The manufacturer must approve alterations to stilts. 
 

Scaffolds Prohibited for Use 
 
The following types of scaffolds are prohibited: 
 

o Window jack scaffolds;  
o Catenary scaffolds;  
o Float scaffolds;  
o Needle beam scaffolds;  
o Pole scaffolds;  
o Tube and coupler scaffolds;  
o Plasterers, decorators and large area scaffolds;  
o Horse scaffolds;  
o Outrigger scaffolds;  
o Interior hung scaffolds;  
o Step, platform and trestle ladder scaffolds; and  
o Single-point adjustable suspension scaffolds. 
 

Fall Protection 
 
All employees working on scaffolds six feet or more above ground/floor level shall use fall protection. 
  
All scaffolding shall have toeboards, screens, a guardrail system and/or debris nets as determined by a 
competent person. 
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Training 
 
All employees who perform work on a scaffold shall be trained annually to recognize the hazards associated 
with the type of scaffold being used and the procedures to control or minimize those hazards.  Employees shall 
be trained to demonstrate competency in the following areas: 
 

o Nature of electrical, fall hazards and falling object hazards in the work area;  
o Proper use of scaffolds;  
o Proper handling of materials on scaffolds;  
o Proper erecting, maintaining and disassembling of fall protection systems;  
o Proper construction, use, placement and care in handling of scaffolds; and  
o Maximum intended load and load-carrying capacities of scaffolds used. 
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CF BREEZE CONSTRUCTION, LLC 
CRANES & SUSPENDED PERSONNEL PLATFORMS 

 
Safety Procedures 

 
I. SCOPE 
 This procedure provides requirements for protecting personnel operating tower and mobile cranes or 

working in an area where cranes are being operated in accordance with 29 CFR 1926 Subpart N, ASME 
B-30.5, and applicable ANSI standards.  This section also covers procedures applicable to the design, 
construction, testing, use and maintenance of suspended personnel platforms, and the hoisting or 
personnel platforms on the load lines of cranes or derricks.  Use of suspended personnel platforms on 
any CFBC project must be approved by the Safety Director. 

 
II. RESPONSIBILITY 
 The Corporate Safety Director administers and reviews this procedure periodically and requires it be 

kept current. 
 
 Project Superintendents and foremen enforce this procedure as it relates to their jobsite. 
 
 The operator makes final decisions with regards to whether a load is safe to fly. 
 
 Employees comply with this safety program, any additional instructions issued by their supervisors, 

and be aware of their surroundings. 
 
III. REQUIREMENTS 
 Equipment Inspection & Testing 
 Each day, the operator/competent person – before starting work – shall complete (in writing) a Safety 

Inspection Report.  The operator/competent person will perform a more thorough 30 day inspection, 
involving but not limited to the entire length of wire rope being run out for examination and inspection 
of the sheaves and drums, socketed fittings, and standing ropes.  Maintenance and inspection records 
will be completed and retained on site.  All annual crane inspections will be performed by an inspector 
approved by the Department of Labor.  When a crane has been dismantled or has had major repairs, it 
will be inspected by an inspector approved by the Department of Labor. 

 
 It is recommended that the equipment be load-tested only in accordance with the manufacturer's 

specifications and limitations and with the American National Standard Institute (ANSI). 
 
 No modifications of alterations to the equipment will be made by the project or any individual without 

the manufacturer's written approval. 
  
 Operator Qualifications & Responsibilities 
 This section covers the requirements for qualifying operators through physical examination and 

proficiency testing to minimize the potential for accidents.  All crane operators must be trained, 
experienced, and qualified to operate the specific make and model of crane he/she is to operate.  The 
operator should be instructed, read, and understand the manufacturer's operators manual for the 
assigned make and model and applicable OSHA and ANSI standards.  For tower cranes in particular, 
prior tower crane operating experience or training is required because of the dissimilarity between 
tower cranes and other equipment.  Operator experience or training documentation shall be provided 
by the crane company or a subcontractor using the crane on site. 

 
 Operators shall pass a written or oral examination that covers the following topics: 

• The ability to read and understand the crane's load chart 
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• An understanding of the ANSI crane hand signals 
• How to determine the weight of a load 
• Basic knowledge of safe crane operation 
• Safe attitude awareness 

  
 Documentation of a practical exam should be available for review upon CFBC's request.  Operators of 

leased/rented equipment shall provide documentation. 
 
 Operators shall meet the following physical qualifications: 

• Vision of at least 20/30 in one eye and 20/50 in the other eye, with or without corrective lenses; 
• Ability to distinguish colors, regardless of position, if color differentiation is required for 

operation; 
• Adequate hearing, with or without hearing aid, for the specific operation. 

 
 Evidence of physical defects or emotional instability which could render a hazard to the operator or 

others, or which in the opinion of the examiner could interfere with the operator's performance, shall 
be sufficient cause for disqualification.  In such cases, specialized clinical or medical judgments and 
tests shall be required by a licensed examiner. 

 
 Evidence that an operator is subject to seizures or loss of physical control shall be sufficient reason for 

disqualification.  Specialized medical evaluations shall be required to determine these conditions.  The 
physical examination is a post-hire, pre-assignment examination. 

 
 Operators of leased and/or rented equipment shall be removed and replaced upon written request by 

CFBC's Project Supervisor or Management person. 
 
 Cranes will be operated only by the following personnel: 
 

• Designated operator – The operator qualified to perform required specific duties. 
Documented training, experience, or by previous or current employer. 

• Trainees under the direct supervision of a designated and certified operator. 
• Maintenance and test personnel, when it is necessary in the performance of their duties. 
• Inspectors (crane). 

 
 No one, other than personnel specified above, will enter an operator station or crane cab, with the 

exception of persons such as helpers and supervisors whose duties required them to do so, and then 
only in the performance of their duties and with the knowledge of the operator or other appointed 
person. 

 
 It will be the responsibility of the competent person designed by the Project Superintendent to 

indoctrinate operators in the CFBC operating procedures concerning hoist and crane operation, prior 
to starting work. 

 
 All crane operators must be qualified in accordance with the CFBC Operator Physical/Proficiency 

Requirements and ANSI Standards. 
 
 The operator's training will have an expiration date one year from the date of the operator's last physical 

examination.  A physical examination will be required annually. 
 
 General Operating Practices 
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 The operator will be responsible for those operations under  his/her direct control.  Whenever there is 
any doubt as to safety, the operator will stop and refuse to handle the load until safety, such as proper 
rigging, has been assured. 

 
 Inspections performed as stated above in the Inspections section. 
 
 The operator will not hoist, lower, swing, or travel while anyone is on the load, hook, or headache ball.  

All operations involving the use of suspended personnel baskets or platforms shall comply with OSHA 
regulations, and the crane shall be equipped with a positive action anti-two blocking device. 

 
 All cranes are recommended to have functioning anti-two block device. 
 
 While actually engaged in operating the crane, the operator will not engage in any practice that will 

divert his/her attention. 
 
 The operator will familiarize himself/herself with the equipment and its proper care.  If adjustments or 

repairs are necessary, or any defects are known, the operator will report the same promptly to his/her 
supervisor and will also notify the next operator of the defects upon changing shifts. 

 
 Attachments used with cranes will not exceed the capacity rating or scope recommended by the crane's 

manufacturer. 
 
 The operator will not swing loads over employees.  If loads must be swung over other employees to 

make progress on the job, the operator will sound the horn on the equipment, and wait until employees 
are clear before swinging the load. 

 The hand signals to be used are those prescribed by the ANSI standard applicable to each crane.  Only 
one individual will assume the flagging duties, and no other persons shall flag during the lift, with the 
exception of any person giving an emergency stop signal.  ANSI crane hand signals shall be posted at 
each project where a crane is in operation. 

 
 A copy of the manufacturer's operator's manual for each make and model must be on the project site, 

and the manufacturer's specifications and limitations noted in it will be observed. 
 
 The operator will not leave the controls of the crane while the load is suspended.  Before leaving the 

crane unattended, the operator will: 
• Land any attached load, bucket, lifting magnet, or other device. 
• Disengage clutch. 
• Set travel, swing, boom brakes, and other locking devices. 
• Put controls in the "off" position. 
• Secure crane against accidental travel. 

 
 Electrical Hazards – A crane will not be operated, under any circumstances, when any part of the 

crane or load will come within 10 feet of energized electrical distribution lines rated 50 kv or below 
unless the following conditions are met: 

• The lines have been de-energized and are grounded at the point of work. 
• Insulating barriers that are not part of the hoisting equipment have been erected. 
• For lines rated over 50 kv, the minimum clearance between lines and any part of the crane or 

load will be 10 feet plus 0.4 inch for each kv over 50 kv or twice the length of the line insulator. 
• The clearance will not be less than 10 feet. 

 All lines will be considered energized unless the person or utility owning the lines indicates that they 
are not energized and that the lines are grounded at the point of operation. 
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 Wire Rope – Wire rope with one or more of the following defects will be removed or replaced 
immediately.  If one wire rope of a set (pendant lines, multi-leg slings, etc.) requires replacement, the 
entire set of ropes will be replaced: 

• In standing ropes, more than two broken wires in one lay in areas beyond end connections, or 
more than one broken wire at an end connection. 

• In running ropes, six randomly distributed broken wires in one lay or three broken wires in one 
strand in one lay. 

• Wear of one third of the original diameter of the outside individual wires caused by abrasion, 
scrubbing, flattening, or penning. 

• Kinking, crushing, bird caging, or any other damage resulting in distortion or the rope structure. 
• Evidence of heat damage from any cause. 
• Reduction from nominal diameter of more than:  1/64 inch for diameters up to and including 

5/16 inch; 1/32 inch for diameters from 3/8 inch up to and including ½ inch; 3/64 inch for 
diameters 9/16 inch to and including ¾ inch; 1/16 inch for diameters from 7/8 inch up to and 
including 1 1/8 inch; 3/32 inch for diameters from 1¼ inch up to and including 1½ inch. 

 
 Hooks – Hook inspection shall coincide with initial crane inspection. 
 
 Before the crane is authorized to use, a nondestructive inspection test shall be performed.  The most 

accurate method of inspection of hooks for cracks is by magnetic-particle and dye-penetrant inspection.  
Hooks with threaded shanks shall be carefully inspected for wear in the thread area.  If the hook shows 
signs of wear or stress, the hook shall be removed from service.  Items to be checked during this annual 
inspection are as follows: 

• Cracks, severe nicks, or gouges. 
• Wear not to exceed 10% of original sectional dimension. 
• A bend or twist not to exceed 10 degrees from the plane of the unbent hook. 
• Safety latch engagement damage or any malfunctioning. 
• Hook attachment and securing means. 
• Measurement of hook throat. 

 
 The results of the annual inspection and original measurements, for the purpose of comparison in 

subsequent inspection, shall be kept by the respective maintenance or equipment supervisor. 
 
 Notices and Posting – Rated load capacities, recommended operating speeds, special hazards warnings, 

operating notes, and special instructions will be posted on all equipment and will be visible to the 
operator while at the control station.  Illustrations of hand signals used in operating equipment will be 
posted at the site. 

 
 MOBILE CRANES: 
  
 Operations 
 Accessible areas within the swing radius of the rotating superstructure counterweight of a crane will be 

barricaded to prevent employees from being struck or crushed by the counterweight. 
 
 The ground shall be level to within 1 degree of the horizon.  All applicable danger signs shall be posted.  

This includes but it not limited to: 
• Danger Electrical Hazard 
• Swing Radius Warning 
• Step Warnings 

 All outrigger pads are designed to rest on solid (good) ground and require additional support "floats" 
or "cribbing" made of substantial materials that are larger than the pads.  These "floats" or "cribbing" 
disburse the weight of the crane and its load over a larger ground area than does the pad.  Recommended 
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practice to figure the adequate size needed for outrigger floats/cribbing is the size of the crane divided 
by five (5) will equal the sq. ft. of each float.  Example, 30 ton crane would be 30 ÷ 5 = 6 sq. ft. per 
pad. 

 
 All cribbing under each pad should be formed solid (no spacing in between). 
 
 When operating any hydraulic crane, when both an auxiliary and main hoist lines are reeved, an anti-

two blocking warning system is required on both auxiliary and main hoist lines. 
 
 Wind gauge is recommended to be installed per manufacturer's recommendations. 
 
 The load block and the auxiliary ball shall be equipped with a positive safety latch. 
 
 Extreme caution must be exercised when working near excavations or areas that may become 

impassable or unstable by rainfall, flash floods, etc.  Proper matting and shoring shall be used. 
 
 Equipment will not be lubricated while in use unless it is designed for safe lubrication application 

during use. 
 
 TRAVELING WITH A LOAD (Pick and Carry) IS NOT ALLOWED. 
 
 TOWER CRANES: 
 
 Additional Requirements 
 Hold Harmless Agreement – There should be a strong contractual hold harmless agreement between 

the Company and all other interested parties, such as the tower crane owner and/or vendor, the 
erecting/disassembling contractor, and all crane users. 

 
 Inspections/Erection – A Department of Labor third-party approved inspection agency shall complete 

and document an annual inspection before the machine arrives on site, and an annual inspection 
thereafter is required.  The complete annual inspection (approved by the Department of Labor) of all 
structural crane parts – including Non-Destructive Examinations (NDE) test of welded joints by a 
competent person qualified in accordance with OSHA 29 and CFR 1926 – should be furnished by the 
crane supplier prior to the erection of the crane.  A copy of this inspection and NDE test results should 
be maintained on site.  The inspection should also be certified by a registered engineer. 

 
 All tower, jib, and structural bolts and nuts, and other structural fasteners shall be new at erection time 

and meet manufacturer's specifications.  All tower, jib, and slewing ringbolts and nuts shall be closely 
inspected and replaced as required during erection.  All inspections, NDE tests, preventive 
maintenance, and repairs to tower cranes shall be performed by a qualified, competent person. 

 
 Set Up 
 Concrete foundations must meet adequate breaking strength (at least 75%) prior to setting base. 
 
 All employees erecting/dismantling/jacking crane will use 100% fall protection at 6 ft. and above. 
  
 All cranes over 200 ft. in height, FAA approval/documentation must be obtained prior to erection. 
 
 Operations 
 Tower cranes shall have flags or other indicators on the jib identifying the working load radius. 
 
 Tower cranes shall have devices to limit: 

• Trolley travel at both ends of the jib. 
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• Anti-two blocking. 
• Operating radius in accordance with lifted load. 
• Pressures in hydraulic or pneumatic circuits. 
• Crane travel at both ends of the runway tracks. 

  
 Load limiting devices and acceleration and deceleration limits, when provided, shall be installed in 

enclosures that can be locked or sealed to inhibit tampering.  Operational tests shall be conducted, and 
a load limit device setting shall be verified by applying test loads of 100 percent or the manufacturer's 
requirements of the applicable ratings.  These tests shall be performed prior to using newly erected and 
altered cranes with dated records by kept on site. 

 
 A device indicating wind velocity shall be mounted at or near the top of the crane.  A velocity readout 

shall be provided at the operator's station in the cab, and a visible or audible alarm shall be triggered in 
the cab and at remote control stations when a preset wind velocity, recommended by the manufacturer, 
has been exceeded. 

 
 *Water must not be allowed to stand at the base of the tower crane due to electric shock potential AND 

freezing water has been documented to act as a jack to separate the tower from the base plates. 
 
 Maintenance 
 Regular inspections and maintenance of cranes shall be conducted and performed in accordance with 

the manufacturer's specifications and current ANSI Standards.  Maintaining tower cranes in good 
working condition must be of utmost consideration to eliminate unnecessary downtime and prevent 
accidents.  Companies or subcontractors shall be able to provide this documentation for regular 
inspection. 

 
 Suspended Personnel Platforms (Work Baskets) 
 General Requirements 
 A crane or derrick may be used to hoist employees on a personnel platform only when the erection, 

use, or dismantling of other conventional means of reaching the work area (i.e., ladders, stairways, 
aerial lefts, scaffolds, etc.) would be more hazardous or is not possible because of structural design or 
work site conditions. 

 
 Before a personnel platform is used, the craft superintendent or foreman must complete the Personnel 

Platform Authorization form and have it approved by the Project Superintendent. 
 
 The total weight of the basket and rigging will not exceed 50 percent of the crane's rated capacity. 
 
 Employees will keep all parts of the body inside the platform during raising, lowering, and positioning.  

This does not apply to flagman. 
 
 Employees will not exit or enter a hoisted platform that has not landed or the platform secured to the 

structure where the work is to be performed. 
 
 Crane Set-Up & Operation 
 Personnel platforms will be hoisted and lowered in a slow, controlled, and cautious manner with no 

sudden movements of the crane or derrick, or the personnel platform. 
 
 Load lines will have a capacity 7 times the maximum intended load for standard wire rope and 10 times 

for rotation resistant rope. 
 
 When the occupied personnel platform is in a fixed position, all locking devices, such as load and boom 

hoist drum brakes, pawls or dogs, will be engaged. 
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 In addition to the load hoist brake, the load line hoist drum will have a system or device to control the 

speed of lowering the platform and to prevent free fall (i.e. Power Down).  Do not use machines with 
live booms (booms without any device other than a brake to control lowering speed. 

 
 Cranes will be equipped with boom angle indicators, boom extension indicators, load radius indicators, 

anti-two blocking devices (positive acting device that deactivates hoisting action), and positive locking 
load hooks. 

 
 Additional Safety Requirements 
 Personnel platforms will be used for lifting only personnel and their tools. 
 
 At least one continually manned tagline fastened near the toeboard to one of the uprights will be used, 

unless the use of the tagline creates an unsafe condition. 
 
 Employees on the platform will  use a body harness with lanyard appropriately attached to the lower 

load block or overhaul ball, or to a structural member within the personnel platform capable of 
supporting a fall impact for employees using the anchorage.  Platform will be proof tested (load tested) 
by suspending it for 5 minutes at 1½ time its rated load capacity.  This will be done prior to hoisting 
personnel for the first time and after any modification or repair.  Proof test can be performed at the 
same time as the trial lift.  Test weight will be evenly distributed on the platform. 

 
 A full cycle trial lift will be performed with the platform unoccupied, loaded to 1½ times its rated load 

capacity, at every new location, re-setup or lift routing change. 
 
 A visual inspection of all equipment, rigging, hoist equipment, and personnel platform will be made 

after each trial lift and proof test. 
 
 Records of inspections and tests must be kept on file in the Project Superintendent's office. 
 
 Visual or audio contact will be maintained between the hoisted personnel and the crane operator or 

signal person. 
 
 A pre-lift meeting will be held prior to a trial lift, or when any employees are newly assigned to the 

operation.  The meeting will be conducted by the supervisor of the lift and will include the operator, 
signal person, and the employees to be lifted. 

 
 Each bridle leg (if used) will be connected to a master link or shackle; locking load hooks will be used.  

All wire rope rigging used for lifting purposes will be equipped with thimble eyes.  A safety factor of 
5 times the maximum intended load will be maintained at all times.  Rigging equipment for personnel 
hoisting will not be used for any other purposes. 

 
 Training 
 Occupants of personnel platform will receive orientation and training in the safe and proper use in 

accordance with the manufacturer's instructions. 
 
 The crane operator will be qualified on the particular crane used for hoisting the personnel platform. 
 
 
 Sign Name: ________________________________________   Date: _______________ 
 
 Print Name: __________________________________ Instructor: _________________ 
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CF BREEZE CONSTRUCTION, LLC 
FIRE PROTECTION & PREVENTION WORK RULE & POLICY 

 

Basis: Workplace fires and explosions kill 200 and injure more than 5,000 workers each year. In 1995, more 
than 75,000 workplace fires cost businesses more than $2.3 billion. "Fires wreak havoc among workers and 
their families and destroy thousands of businesses each year, putting people out of work and severely 
impacting their livelihoods," said Secretary of Labor Robert B. Reich (1996, October 8). "The human and 
financial toll underscores the serious nature of workplace fires." 

General: CFBC will ensure that jobs having a potential for employee injury are evaluated and 
controlled. This standard practice instruction is intended to address comprehensively the issues of; 
evaluating and identifying potential job hazards, work practices, training and establishing appropriate 
procedures for fire prevention and protection. 

Responsibility: The Company Safety Manager is responsible for the preparation and administration of the 
fire prevention and protection program and has f ill authority to make necessary decisions to ensure success 
of the program. The company Safety Manager has received training in the area of fire prevention and 
protection by an authorized OSHA Outreach Trainer. The Safety Manager will oversee detailed written 
instructions covering each of the basic elements of the fire prevention and protection. The company has 
expressly authorized this person as the qualified/competent person to halt any company operation where 
there is a danger of serious personal injury. 

Policy: Each employee exposed to fire hazard shall be protected from serious injury. All employees of 
CFBC are responsible for safety at all times. 

Contents of the Fire Prevention and Protection: 
1. Fire Prevention and Protection Program 
2. Training 
3. Maintenance of fire protection systems 
4. Evaluation and Accident Investigations 
5. Flammable and Combustible Materials Checklist 
6. Hot work permit 

1. Fire Protection Program  

1. CFBC shall provide a fire protection and prevention training program for all employees who 
may be exposed to a fire hazard on the jobsite. 

2. The company Safety Manager will oversee the management and enforcement of 
the program. 

3. The company Safety Manager will train Supervisors to assist in the management and 
enforcement of the program. 

4. Supervisors shall use the enclosed Flammable and Combustible Materials Checklist to 
identify potential fire hazards on the jobsite. See Attachment A of this instruction. 

2. Training 

1. All employees with potential exposure to fire hazards shall be trained in appropriate 
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control measures to minimize or eliminate the hazard. 

2. Training shall be conducted by the company Safety Manager and/or Supervisor. 

3. Training shall be conducted at initial assignment and on a regular basis, as the job conditions 
require and at least annually. 

4. All training sessions shall be documented and include the following information: 

a. Employee name 

b. Date of training 

c. Person who conducted the training 

d. Specific topic covered relating to fire protection and prevention 

e. All training documents shall be filed with the Safety Department at the main office 

5. The training program shall address the following elements:  

  a. Hazards involved with incipient stage fire fighting 

b. The different classes of fire 

c. The nature of fires/housekeeping 

d. The different methods of extinguishing a fire 

e. General principles of fire extinguisher use 

f. Location of the fire extinguisher 

g. Inspection of the fire extinguisher 

h. Emergency action plan in the event of a fire 

3.  Maintenance of fire extinguishers 

1. All fire extinguishers shall be inspected monthly by the company Safety Manager and 
annually by the approved fire extinguisher inspection vendor. 

2. Any fire extinguishers found to be damaged or inoperable shall be immediately 
repaired or tagged and removed from service. 

3. Records of the annual inspection shall be kept on file for at least one year from the date of 
inspection at the main office. 
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4. Records of the maintenance inspection both monthly and annually shall be documented and 
filed at the main office. 

4.  Evaluation and Accident Investigations 

1. The Company Safety Manager shall evaluate the fire protection and prevention 
program annually to determine the effectiveness of the application and training. 

2. The safety manager and the competent person on the jobsite shall promptly investigate 
all accidents and near accidents resulting fires. 

3. An accident/ incident report shall be prepared and reviewed by the safety manger, competent 
person on the jobsite and top management. 

4. If discrepancies are found in the fire protection and prevention program, they shall be 
promptly corrected and updated. 

5. Any changes to the fire protection and prevention program shall be promptly 
communicated to the employees. 

5. Flammable and Combustible Materials Checklist 

Attachment: A. FLAMMABLE AND COMBUSTIBLE MATERIALS CHECKLIST 

Yes/No Conditions to inspect 

 Are combustible scraps, debris, and waste materials (oily rags, etc.) stored in 
covered metal receptacles and removed from the worksite promptly? 

 Is proper storage practiced to minimize the risk of fire including spontaneous 
combustion? 

 Are approved containers and tanks used for the storage and handling of 
flammable and combustible liquids? 

 Are all connections on drums and combustible liquid piping, vapor and liquid 
tight? 

 

 Class A Ordinary combustible material fires. 
  

Are all flammable liquids kept in closed containers when not in use (for 
example, parts cleaning tanks, pans, etc.)? 

 Are bulk drums of flammable liquids grounded and bonded to containers 
during dispensing? 

 Do storage rooms for flammable and combustible liquids have explosion-proof 
lights? 

 Do storage rooms for flammable and combustible liquids have mechanical or 
gravity ventilation? 

 Is liquefied petroleum gas stored, handled, and used in accordance with safe 
practices and standards? 

 Are "NO SMOKING" signs posted on liquefied petroleum gas tanks? 

 Are liquefied petroleum storage tanks guarded to prevent damage from 
vehicles? 
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 Are all solvent wastes and flammable liquids kept in fire-resistant, covered 
containers until they are removed from the worksite? 

 
Is vacuuming used whenever possible rather than blowing or sweeping 
combustible dust? Are firm separators placed between containers of 
combustibles or flammables, when stacked one upon another, to assure their 
support and stability? 

 Are fuel gas cylinders and oxygen cylinders separated by distance, and fire- 
resistant barriers, while in storage? 

 
Are fire extinguishers selected and provided for the types of materials in areas 
where they are to be used? 
 
 
 
 
 
 
 
 
 
 

 1 
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CF BREEZE CONSTRUCTION, LLC  
HOT WORK PERMIT 

 
SCOPE 
This section covers procedures to be followed to secure a Hot Work Permit and precautions to be taken 
during the performance of hot work to make it as safe as possible.  Permits are necessary where required 
by the client or this manual. 
 
All supervisors will be responsible for ensuring that all employees follow these procedures. 
 
POLICY 
A Hot Work Permit will be required for any temporary operation involving open flames or producing heat 
an/or sparks.  This includes, but is not limited to, welding, burning, cutting, brazing, grinding, soldering 
and thawing pipe.  (The requirements of this section are not to supersede any existing project permit 
procedures.  Any cutting, welding, or other hot work must comply with existing facility conditions and 
permit requirements.)  
 
Note:  Hot work permit shall be required for work being done in all wood frame structures, by any 
means that uses or produces open flame high heat, sparks, or slab, i.e., welding, brazing, soldering or 
grinding. 
 
HOT WORK PERMIT 
Before any operation involving open flame or producing heat and/or sparks, the supervisor responsible for 
the area will secure a Hot Work Permit from the Project Superintendent. 
 
He/She will inspect the area and ensure that it is "fire safe".  Precautions to be followed will be designated, 
and he/she will assure  himself/herself of the following requirements within 35 feet of the hot work: 

o Combustible floors will be kept wet down, covered with damp sand or fire resistive sheets within 
10 feet of the hot work operation. 

 
o Floors will be swept clean. 
 
o Flammable liquids, dust, lint, and oily deposits will be removed. 
 
o Ducts and conveyor systems will be protected or shut down to prevent sparks from being carried 

to other combustibles. 
 

o Know how to report a fire. 
 

o Watch for fires in all exposed areas. 
 

o Be retained at least 30 minutes, or as designated by the Project Superintendent or Supervisors after 
welding, burning, grinding, or any spark-producing operation is completed in order to detect and 
extinguish any smoldering fires. 

 
Person Performing Open Flame, Heat, and/or Spark Producing Operation (Hot Work) 
 
Any employee performing hot work: 
 

o Will handle his/her equipment safely and use it so as not to endanger lives or property. 
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o Will have a signed Hot Work Permit before starting any hot work within a designated area requiring 
a permit. 

 
o Has authorization from his/her supervisor to perform work. 
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 HOT WORK PERMIT 
 
          Date: ___________________    Job No.: ____________ 
          Job Name: ____________________________________ 
 

Contractor: ___________________________________________________________________ 
Specific Location: _____________________________________________________________ 
Activity: _____________________________________________________________________ 
Date of Issuance:     ____/____/_______                  Time: _________________ AM / PM 
Date of Expiration:   ____/____/_______                   Time: _________________ AM / PM 
   Permit will be issued for a maximum period of ________ hours (max 12 hours) 
Fire watch shall remain at the hot work site during the lunch period and will be on standby for 
____________ minutes after completion of work. (30 minutes minimum) 
Note any hazards present: ______________________________________________________ 
____________________________________________________________________________ 
Corrective action taken: ________________________________________________________ 
____________________________________________________________________________ 
 •   Areas with potential explosive atmospheric conditions require a combustible flammable 
           atmospheric test to determine if safe for hot work.  Record L.E.L. here: ____________% 
 

Fire and safety precautions: 

_____ Sweep clean or wet down area (especially if dust hazard) 
_____ Relocate and protect all flammable materials (min 10'). 
_____ Plug or cover and wall or floor openings 
_____ Inspect all hot work equipment and fire extinguishers to ensure that they are in good 
              working order. 
_____ Atmospheric test is required 
_____ If a sprinkler system is out of service, permission must be granted by Client for hot work 
_____ If smoke detectors are present and need to be disabled, permission must be granted 
  by Client for hot work permit. 
 

Requested by: __________________________________________  Date: _______________ 

Person Cutting or Welding: ________________________  Fire watch person: _____________ 

Supervisor authorizing work: _______________________________  Date: _______________ 

Client authorizing work: ___________________________________  Date: _______________ 

Time hot work started: ____________________ AM / PM                   Date: _______________ 

Time hot work completed: _________________ AM / PM 

Time fire watch completed: ________________ AM / PM   ____________________________ 
          Fire watch signature 
 
If the Owner has a separate hot work permit form, attach the Owner's form to this form and put both copies 
in the book, no matter what this form needs to be filled out. 
 

RETURN ALL HOT WORK PERMIT COPIES TO SAFETY DEPARTMENT 
COPY TO GENERAL CONTRACTOR, COPY TO BOOK 
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CF BREEZE CCONSTRUCTION, LLC 
EMERGENCY RESPONSE PLAN POLICY 

 
 
 
 
CFBC shall develop and post a emergency action plan for each jobsite.  OSHA requires employers to have 
an emergency action plan.  The purpose of the plan is to eliminate or minimize hazards to employers in the 
event of a fire or other emergency 
 
Procedure: 

Emergency Action Plan 
 

 
________________________________________________________________________ 
Company Name 
 
 
________________________________________________________________________ 
Jobsite Address 
 
 
________________________________________________________________________ 
City      State    Zip Code 
 
Prepared by: 
 
 
________________________________________________________________________ 
Name of company employee preparing the plan 
 
 
________________________________________________________________________ 
Title         Phone Number 
 
 
________________________________________________________________________ 
Signature        Date 
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Purpose 
 
The plan is for the safety and well being of the employees of: 
 
________________________________________________________________________ 
Company Name 
 
 
It identifies necessary management and employee actions during fires and other emergencies.  Education 
and training are provided dot that all employees know and understand the Emergency Action Plan. 
 
Location of the Plan 
 
The Emergency Action Plan can be found at each jobsite.  A copy is also maintained in the company 
office. 
 
Upon request, an OSHA representative may obtain a copy of the plan form: 
 
 
________________________________________________________________________ 
Company Designee and Title 
 
 
Emergencies escape procedures and escape route assignments 
(Examples: multi story buildings, inside malls, etc.) 
 
_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________

_________________________________ 

 
Procedures for Employee who remain behind to perform critical plant operations 
 
_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________

_________________________________ 

Procedures to account for all employees after emergency evacuation 
 
_____________________________________________________________________________________

_____________________________________________________________________________________
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_____________________________________________________________________________________

_________________________________ 

Identification of employees assigned to rescue and medical duties 
 
_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________

_________________________________ 

 
Preferred means of reporting fires and other emergencies 
 

_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________

____________________________ 

Names and job titles of persons or departments who can be contacted for further information about the 
Emergency Action Plan 
 
_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________

_________________________________ 
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CF BREEZE CONSTRUCTION, LLC  
Entry and Work in Confined Spaces 

 
 
Entry into and work in confined spaces can be and usually is very dangerous and must be done with the 
proper equipment, training and safety personnel.  All entries into confined spaces will be done in full 
accordance with the latest OSHA standard 1910.146. 
 
CFBC has determined that we have no spaces that should be classified as permit confined spaces in the 
scope of our permanent operation.  In the course of our contractor operations, if we are required to enter 
confined spaces, we will ascertain if our customer has a "Confined Space Entry Program" and if, in our 
opinion it complies with OSHA standard 1910.146.  If it does, we will comply with that program. 
 
If no program exists, we will ask our customer to establish a program.  If our customer has no employees 
that would enter the confined space, and consequently needs no program, we will prepare a written 
procedure. 
 
If in the course of our construction activities, a confined space is created, and our employees are required 
to enter that space and perform work operations therein, we will also prepare a written procedure covering 
that specific space. 
 
The preparation of any "Confined Entry Space Program" is, in our opinion, "space specific".  The confined 
space must be identified, and a specific program prepared for the space.  Any and all written procedures 
prepared will be in accordance with the latest OSHA standard 1910.146 and will include:  
 
1.  Hazard Identification: 
 The Project Manager and/or Superintendent will identify and evaluate each hazard of the confined 

space, if any, including determination of severity, and notify the corporate safety officer, giving all 
pertinent details of existing conditions, etc. 

 
2. Hazard Control: 
 CFBC's Safety Director will establish and implement the means, procedures and practices by which 

the confined space can be entered safely, and review procedures with the job superintendent before 
confined spaces are entered. 

 
3. Permit System: 
 Establish a written permit system for the proper preparation, issuance and implementation of entry 

permits.  Copies of the cancelled permit (for completed work) shall be maintained in our files for 
one year. 

 
4. Employee Information: 
 Post signs near permit space to notify employees what hazards may be present and that only 

authorized persons are allowed to enter. 
 
5. Prevention of Unauthorized Entry: 
 Prevent unauthorized entry by our employees through such measures as training or by posting signs 

and barriers, as necessary. 
 
6. Employee Training: 
 Train our employees, so that all who work in or around a confined space acquire the understanding, 

knowledge, and skills necessary for safe performance of duties assigned whether actually working 
in the space or serving as an attendant. 
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7. Equipment: 
 Provide, maintain and ensure the proper use of the equipment necessary for safe entry, including 

testing, monitoring, communication and personal protective equipment. 
 
8. Attendant: 
 Have a full-time attendant outside the space at all times to monitor the workers in the course of 

their work.  The attendant shall have no other duties and shall keep in constant communication with 
the workers. 

 
9. Rescue: 
 Ensure that the procedures and equipment necessary to rescue entrants from permit spaces are 

implemented and provided.  Professional medical personnel such as the Fire Department or other 
emergency group shall be utilized if needed. 

 
10. Protection from External Hazards: 
 Initiate a Lock-Out/Tag-Out procedure that assures the space is not energized, contaminated or 

flooded by toxic material or gas. 
 
11. Duty to Other Employees: 
 Ensure that, when we plan to send other employees (such as subcontractor's employees) into a 

permit space which is under our control we will provide the other contractor with all available 
information on permit space hazards, our efforts to comply with this standard, and on any other 
workplace hazards, safety rules and emergency procedures on which the contractor needs to be 
aware in order to comply with this standard. 
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CF BREEZE CONSTRUCTION, LLC  
DEMOLITION 

 
 
It is the intention of CFBC to fully comply with the OSHA standards subpart T – Demolition (1926.850). 
 
Attached are some questions, preparatory operations, general protection requirements, fire protection and 
control information as well as welding and torch cutting means and methods.  This is by no means meant 
to be all inclusive.  Each demolition job, depending on its size and complexity will require special attention.  
The enclosed Safety Planning Process will assist and guide you in the questions you will need to review 
before writing a formal Demolition Plan. 
 
Should the demolition be subcontracted, this information will help guide them as to what is required. 
 
A formal Demolition Plan MUST be submitted to the CFBC Safety Director before ANY demolition is 
started.  This is a requirement if the demo is being performed by CFBC or a Subcontractor.  Your demolition 
plan should be submitted to the Safety Director early enough to allow ample time for review, approval, and 
so as not to delay the start of the demolition work. 
 
 

Safety Planning Process 
Demolition 

 
Program Objectives: 
 
The purpose of this plan is intended to provide minimum requirements to protect and safeguard the public 
and employees and to prevent damage to property resulting from demolition operations. 
 
1.  Site History and Questions to ask: 

a. Is a "phase one" survey required? (may request one from Owner) 
b. What was the usage of the building space or site before? 
c. Do I need to perform an Engineering Survey?  Why do I need to perform a survey? 
d. Are the drawings available? 
e. Will the site/building remain partially occupied?  Is this a full demolition, rehab or full gut? 
f. What contaminations/hazardous materials/hazards/environmental issues might be found on 

site:  PCB's (transformers, ballasts, capacitors); Mercury (switches, neon lights, fluorescent 
lights); Freon; Lead; Asbestos; Silica; UST's (underground storage tanks); Underground 
Vaults; Mold; Histoplasmosis (bat or bird manure), etc? 

g. Are MSDS's available for the hazards that employees will be exposed to?  Actual vs. generic. 
h. What above underground encumbrances?  Easements? 
i. What about means of egress?  Two or more are required at all times from the building/structure. 
j. Will you be using certified disposal sites for hazardous materials?  Paperwork for these items 

must be completed.  What about "Traffic Plans"? 
k. What about dust/pest/rodent controls?  Inside and outside. 
l. What about noise levels for workers and the public? 
m. What type of monitoring (air, noise) will need to be performed, if any?  Baseline survey of 

indoor air quality? 
n. Are there any confined space issues?  Will a confined space entry program be required? 
o. Are pre-stressed concrete (concrete in which steel is stretched and anchored to compress the 

concrete) or post-tensioned concrete (concrete is compressed after being cast by stressing the 
steel reinforcing) structures/beams/slabs involved?  Special considerations for demolition 
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procedures, for this type of construction, are needed.  A Professional Engineer must first be 
consulted. 

p. Start times (weekend work allowed/required)? 
q. HVAC sep., dust control, etc. (see 2.6). 
r. Are special structures (silos, towers, chimneys, vaults), blasting or implosion operations 

involved? 
s. Is there a need to provide special training? 
t. Things to think about:  Recycling of debris (asphalt, concrete), salvage building elements and 

materials (lumber, timber, architectural features), scrap recycling (iron, steel, metals). 
 
2. Preparatory Operations – Pre Job Meeting: 
 
 2.0 Site Specific Safety Plan 
 2.1 Planning of the demolition job is a priority, including the means and equipment necessary 

to perform the work.  Anticipate all hazards before the job begins. 
 2.2 Prior to any demolition operation, construction documents must be filed with the local code 

official showing the design and construction of any temporary vehicle passageways, 
pedestrian protection, fencing and/or similar devices that contractor may utilize/require. 

 2.3 Prior to the start of the demolition operations, an engineering survey of the structure shall 
be made by a qualified or competent person to determine the type and condition of the 
building's walls and floors so that action can be taken, if needed, to prevent premature 
collapse of any portion of the structure/building.  This may include bracing and shoring or 
walls, floors and/or adjacent buildings.  Consideration should also be given to potential soil 
retention systems.  The employer shall have, in writing, evidence that such a survey was 
done.  Photographing or video of surrounding buildings and any existing damage is 
advisable. 

 2.4 The survey helps the contractor understand the building, the site, the area as well as provide 
the contractor the opportunity to evaluate and plan what equipment will be required to 
perform demolition/selective demolition, where to begin any wrecking of the structure, 
what protection will be needed for the workers and the public, staging locations, address 
and understand any environmental issues, decide what is salvageable, etc. 

 2.5 All utilities shall be shut-off, capped, or controlled at or beside the building line.  Dig Safe, 
First Call, One Call, etc. must be contacted.  In each case, the responsible utility company 
shall be notified in advance, and its approval or services be obtained. 

 2.6 If it is necessary to maintain any power, water or other utility during demolition, these lines 
shall be temporarily relocated as necessary or protected in accordance with any applicable 
codes, standard(s) or regulation(s). 

 2.7 A determination shall be made if any hazardous chemicals, gases, explosives, flammable 
materials or similarly dangerous substances have been used in any pipes, tanks, or other 
equipment on the property.  When the presence of any such substance is apparent or 
suspected, testing and purging, as necessary, shall be performed by qualified persons and 
the hazard eliminated prior to commencing the demolition work.  Note all local, state, and 
federal requirements. 

 2.8 Prior to the start of the demolition operations, signs should be posted at entranceways to 
warn unauthorized personnel of the potential danger:  Falling debris, overhead work, health 
hazards, etc. 

 2.9 Entrances to the building being demolished should be protected by an overhead structure 
providing protection at a minimum of 8 feet out from the front of the building and capable 
of sustaining a load of 150-lb/sq. ft. 

 2.10 Stairs, passageways and ladders must be designated as a means of access to the building or 
structure.  All other access ways shall be entirely closed off at all times.  Maintain proper 
lighting in all stairs. 
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 2.11 Where a hazard may exist from fragmentation of glass, all glazed openings should be 
removed and protected. 

 2.12 The EPA, (and possibly local agencies), requires that solid waste be characterized prior to 
disposal in order to determine disposal requirements, i.e. hazardous waste or construction 
debris.  If the waste is determined to be hazardous, the waste must be treated, stored, 
transported and disposed of in accordance with the hazardous regulations. 

 2.13 Maintain EPA/run off (SWPPP) controls, including streets. 
 
3. General Protection during Demolition: 
  
 3.0 Meeting with all persons on the job daily to review operations and plan for today. 
 3.1 During demolition, inspections by competent persons shall be made as the work progresses 

to detect hazards resulting from weakened or deteriorated floors, walls or loosened 
materials.  No workers shall be permitted to work where such hazards exist until they are 
corrected by shoring, bracing or other means. 

 3.2 Prepare and submit a work plan.  The order in which demolition is performed should follow 
an established procedure.  Proceed systematically from higher to lower levels. 

 3.3 If debris is to be dropped through holes without the use of chutes, the area onto which the 
debris is dropped shall be enclosed with a barricade not less than 42" high and not less than 
6 feet back from the projected edge of the opening above.  Signs shall be posed at each 
level, warning of the hazards of falling materials. 

 3.4 All holes not used for material drops, shall be covered with material substantial enough to 
support the weight of 2x the load (2x for equipment, 4x for people) that may be imposed 
on it, secure and mark all hole covers. 

 3.5 The control (continuous wet down) of dust being generated by the demolition operations 
and/or on-site crushing operations must be provided for. 

 3.6 Only those employees necessary, for the performance of those operations, shall be 
permitted when demolition operations are being performed. 

 3.7 All employees shall wear necessary Personal Protective Equipment (PPE) including 
protection for the head, eyes, ears, feet, respiratory systems, personal fall arrest systems 
and the proper clothing. 

 3.8 In the operation of cranes or derricks, a standard signal system shall be used.  All personnel 
assigned to such operation shall be fully instructed in and knowledgeable of these signals 
and will be required to use and observe them.  Loads should not be moved over workers. 

 3.9 Scaffold or aerial lifts should be provided for employees engaged in work that cannot be 
safely made from the ground or other solid work area/platform. 

 3.10 The storage of materials and debris on any floor shall not exceed the allowable floor loads. 
 3.11 The removal of walls, floors and materials by means of equipment (i.e. Bobcat, Skid Steer, 

etc.), shall not be allowed unless the floors are of sufficient strength to support the loads. 
 3.12 Where material is dumped from mechanical equipment of wheelbarrows, curbs or stops 

must be placed at floor openings to prevent equipment from running over the edge. 
 3.13 If debris is to be dropped through chutes, the chutes must be designed and constructed to 

handle the impact of the materials and debris loaded therein.  Employees shall not enter 
into a chute to dislodge or unclog materials. 

 3.14 A substantial gate shall be installed at each chute at or near the discharged end.  A signal 
person shall be assigned to control the area around the discharge end of the chute, while 
backing or loading of trucks. 

 3.15 At each chute opening, where debris is placed, a guardrail shall be provided for at 
approximately 42" above the work platform. 

 3.16 In a multistory building, when a stairway is being used, it shall be illuminated and covered 
over up to a point not less than two floors below the floor where the demolition work is in 
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progress.  Access to the floor on which the demolition is in progress, shall be through a 
separate and protected passageway. 

 
4. Public and Other Ground Level Protection: 
 
 4.1 Before any demolition work commences, every thoroughfare adjacent to the work shall be 

closed, relocated or protected.  Travel ways that must be used by the public and emergency 
response teams shall be kept clear and unobstructed at all times. 

 4.2 Erect temporary protection, such as walks, fences, railings, canopies, and sidewalk sheds 
when it is determined to be necessary and no other options for safety are available for the 
protection to the general public, if the project is adjacent to town/city sidewalks.  
Illumination should be considered either by artificial or natural light. 

 4.3 Erect and maintain dustproof partitions and containment barriers to limit dust and dirt 
migration and to separate areas to include HVAC systems from fumes and noise if needed. 

 4.4 Consider vibration effects on adjacent structures.  Monitoring may be required. 
 4.5 Maintain streets adjacent to the site. 
 
5. Fire Protection and Control: 
 
 5.1 Fire and Evacuation Plan: 
 
  5.1.1 A fire and evacuation plan should be set up prior to any operation, which may 

involve fire hazards.  The plan must include the evacuation procedures (how to 
alert), muster locations (pre-arranged meeting place), accounting (number of 
employees on site each day), and chain of command (Controlling Contractor). 

 
 5.2 Access for Fire Fighting: 
 
  5.2.1 A suitable location must be designed as a command post and provide with plans, 

emergency information, keys, communications, MSDS's, etc. 
  5.2.2 The project must be accessible for fire department apparatus by means of roadways 

around the perimeter of the building(s).  Signage with arrows should be posted to 
direct the Fire Department to the fire connections. 

  5.2.3 Free access to the fire hydrants and outside connections for standpipes shall be 
provided and maintained at all times. 

 
 5.3 Burning Debris: 
 
  5.3.1 Burning of debris shall be performed in accordance with the authority having 

jurisdiction. 
  5.3.2 An attendant should be on hand at all times with a charged fire hose and/or portable 

fire extinguisher. 
  5.3.3 An inspection should be made an appropriate amount of time following the daily 

completion of burning operations to check for possible fires. 
 
 5.4 Welding and Torch Cutting and Cylinder Usage: 
 
  5.4.1 All cylinders and tanks shall be capped and secured from displacement and kept 

far enough away from the actual welding/cutting/burning operation so that sparks, 
hot slag or flames will not reach them. 
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  5.4.2 In areas where floors, walls or ground cover are combustible, these areas must be 
protected by spraying them with water, spreading damp sand, lay down sheet metal 
or other equivalent protection. 

  5.4.3 Torch cutting in enclosed spaces such as tanks, tunnels or small closed rooms, 
create a hazardous situation by replacing oxygen with gases or toxic fumes.  
Mechanical ventilation should be used.  If mechanical ventilation is not enough or 
cannot be provided, workers must be equipped with supplied-air respirators.  
Cylinders must not be in enclosed spaces.  Fire watch, for at least 30 minutes after 
burning. 

 
  CAUTION:  It is the responsibility of each person using a torch, welding or burning debris 

to ensure that there is absolutely no potential for a fire before leaving the area. 
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CF BREEZE CONSTRUCTION, LLC  
Personal Protective Equipment & Clothing 

 
 
1.  Hard hats are required to be worn on the construction site at all times.  Hard hats and liners will be 

in good condition without cracks or chips.  Hard hats shall be worn with the bill to the front as 
designed by the manufacturer.  Hard hats shall meet the specifications contained in the American 
National Standards Institute z89.1-1969, Safety Requirements for Industrial Head Protection.   

 
2. Hard Hat, Safety Glasses, High Viz vest, long pants, shirts with sleeves, and safety toed boots that 

cover the ankle are the minimum PPE on the roof hardening project.  
 
3. Long pants are required. 
 
4. Shirts must have at least a 4" sleeve. 
 
5. The wearing of watches, rings, bracelets and other jewelry is discouraged while on the jobsite. 
 
6. Hearing protection required when noise levels exceed 85 Dcb. 
 
7. Safety Glasses and/or face shields must be work when jack hammering, grinding, handling 

chemicals or using compressed air equipment. 
 
8. When using a chainsaw follow the manufacturer's recommendations on application use, user 

precautions, and listed personnel protective equipment (PPE).  CFBC requires use of chaps, safety 
glasses, and face shield with mesh face piece and ear protection.  Generally, the hard hat unit is 
manufactured in one piece.  NOTE:  No modifications to PPE to include rolling up chaps, pinning 
or cutting them off. 

 
9. Seat belts are to be worn by ALL persons operating or riding in a company owned vehicle.  Seat 

belts will be kept in working order at all times and will not be removed for any reason. 
 
10. The proper personal protective equipment and clothing is not elective but is a condition of 

employment with CFBC. 
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Section 4 
Training 

 
Documentation of Training (include any training session conducted at the jobsite or main office or at any 
training location) 
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T R A I N I N G  C E R T I F I C A T I O N  
 
 
 
This is to certify that (employee): 
________________________________________________________________________ 
________________________________________________________________________ 
 
has received and understands the required OSHA Personal Protective Equipment Standard 29 CFR 1926 
Construction Standard 
 
Subpart C and Subpart E given on this Date: _________Time: _______________. 
 
PERSONAL PROTECTIVE EQUIPMENT TRAINING INCLUDES: 
 
 
Ø When PPE is necessary 

Ø What PPE is necessary 

Ø How to put on, remove, adjust and wear PPE 

Ø How to properly care for and maintain PPE 

Ø When to discard deteriorating or defective PPE 

Ø Limitations of PPE ability to protect against hazards 

 
 
_______________________________________ 
Safety Director/Coordinator 
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R E C E I P T  A N D  A C K N O W L E D G E M E N T  O F  T R A I N I N G  R E G A R D I N G  
P E R S O N A L  P R O T E C T I V E  E Q U I P M E N T  

 
When the job warrants, employees must wear personal protective equipment. CFBC will provide this 
equipment. Each employee will be responsible for the care and storage of his or her personal 
equipment. 

 
Training shall be provided regarding the type of protection needed and how to use, inspect, wear, 
clean and store such equipment 

 
Supervisors shall be responsible for monitoring work practices and enforcing the wearing of personal 
protective equipment. 
 
 

E Q U I P M E N T  C H E C K L I S T  
E M P L O Y E E   

 
 

N A M E _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  
Department/Contractor 
__________________________________________________________________ 
 
Job classification ____________________________________________________ 
 
Driver’s License No. 
__________________________________________________________________ 
 
 

Type of Equipment Issued / Date Training Provided/ Trainer Initial/ Employee Initial 
_____________________________      ________________________________  
_____________________________      ________________________________  
_____________________________      ________________________________  
_____________________________      ________________________________   
_____________________________      ________________________________   
 
Supervisor (please print) _____________________________________________________________ 
 
Employee (please print) _____________________________________________________________ 
 
Employee: I have been given above noted equipment and have been trained in its use. I understand why it 
is necessary to use such equipment. I agree to use it. 
 
Employee Signature ___________________________Date__________________ 
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Training Roster 
 
 
Subject: _____________________________________________ Date: ______________ 
 
Job Location: _________________________________________ Time: _____________ 
 

Name Print Job Class. Contractor Date: 
         
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     
     

 
 
Supervisor Conducting Meeting: _________________________________________ 
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